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SHT ID Sheet Title

1 G-001 GENERAL COVER

2 G-002 INDEX SHEET

3 G-003 LEGEND SHEET

4 G-004 GENERAL CONSTRUCTION NOTES

4A G-005 TRAVIS COUNTY GENERAL CONSTRUCTION NOTES

5 G-101 OVERALL MAP & SURVEY CONTROL

6 NCS EROSION AND SEDIMENTATION CONTROL NOTES AND DETAILS

7 CE-002 TREE PROTECTION AND ENVIROMENTAL NOTES AND DETAILS

8 CE-101 EROSION & SEDIMENTATION CONTROL PLAN - PHASE 1 SHEET 1 OF 2

9 CE-102 EROSION & SEDIMENTATION CONTROL PLAN - PHASE 1 SHEET 2 OF 2

9A CE-103 RESTORATION PLAN - PHASE 2 SHEET 1 OF 2

9B CE-104 RESTORATION PLAN - PHASE 2 SHEET 2 OF 2

10 CE-601 TREE LIST AND TREE MITIGATION TABLE

11 V-101 PUMP STATION EXISTING CONDITIONS SHEET

12 VU-102 ISOLATION PLAN - PHASE 1

13 C-101 WATER TANKS & PUMP STATION DEMOLITION PLAN - PHASE 1

14 C-102 WATER TANKS & PUMP STATION DEMOLITION PLAN & ABANDONMENT PLAN - PHASE 2

15 CU-201 PROPOSED WATER PLAN & PROFILE WL-A - PHASE 1 BEGIN - STA. 3+50

16 CU-202 PROPOSED WATER PLAN & PROFILE WL-A - PHASE 1 STA. 3+50 - 7+50

17 CU-203 PROPOSED WATER PLAN & PROFILE - PHASE 1 WL-A STA. 7+50 - END & WL-B BEGIN - END

18 CU-204 WL-A & PRV & FLOW METER PLAN - PHASE 1

19 CU-205 PROPOSED WATER PLAN & PROFILE- PHASE 1 WL-C BEGIN - END

20 CU-501 PROPOSED PRV DETAILS - SHEET 1 OF 2

21 CU-502 PROPOSED PRV DETAILS - SHEET 2 OF 2

22 CU-503 STANDARD DETAILS SHEET 1 OF 4

23 CU-504 STANDARD DETAILS SHEET  2 OF 4

24 CU-505 STANDARD DETAILS SHEET  3 OF 4

25 CU-506 STANDARD DETAILS SHEET 4 OF 4

26 CT-001 TRAFFIC CONTROL NOTES

27 CT-101 TEMPORARY TRAFFIC CONTROL GLENLAKE DR. - PHASE 1 SHEET 1 OF 2

28 CT-102 TEMPORARY TRAFFIC CONTROL GLENLAKE DR. - PHASE 1 SHEET 2 OF 2

29 CT-103 TEMPORARY TRAFFIC CONTROL NARROW RIDGE DR. - PHASE 1 SHEET 1 OF 2

30 CT-104 TEMPORARY TRAFFIC CONTROL NARROW RIDGE DR. - PHASE 1 SHEET 2 OF 2

31 CT-105 TEMPORARY TRAFFIC CONTROL BIG VIEW DR.- PHASE 1 SHEET 1 OF 2

32 CT-106 TEMPORARY TRAFFIC CONTROL BIG VIEW DR.- PHASE 1 SHEET 2 OF 2

33 CT-107 TEMPORARY TRAFFIC CONTROL GLENLAKE DR - PHASE 2 SHEET 1 OF 2

34 CT-108 TEMPORARY TRAFFIC CONTROL GLENLAKE DR - PHASE 2 SHEET 2 OF 2

35 CT-501 TRAFFIC CONTROL DETAILS - SHEET 1 0F 5

36 CT-502 TRAFFIC CONTROL DETAILS - SHEET 2 0F 5

37 CT-503 TRAFFIC CONTROL DETAILS - SHEET 3 0F 5

38 CT-504 TRAFFIC CONTROL DETAILS - SHEET 4 0F 5

39 CT-505 TRAFFIC CONTROL DETAILS - SHEET 5 0F 5

40 G PPS COVER - SHEET INDEX

41 CG-1 GENERAL CIVIL NOTES (NOT USED)

42 CG-2 GENERAL CIVIL DETAILS

43 CG-3 TRAFFIC CONTROL DETAILS # 1 (NOT USED)

44 CG-4 TRAFFIC CONTROL DETAILS # 2 (NOT USED)

45 CG-5 TRAFFIC CONTROL DETAILS # 3 (NOT USED)

46 SG-1 STRUCTURE GENERAL NOTES

47 SG-2 STRUCTURE GENERAL NOTE / DETAILS

48 EG-1 ELECTRICAL SYMBOLS LEGEND AND GENERAL NOTES

49 EG-2 ELECTRICAL SERVICE DIAGRAMS AND DETAILS

50 EG-3 ELECTRICAL DETAILS

51 IG-1 INSTRUMENTATION & SCADA PROCESS & INSTRUMENTATION DIAGRAM SYMBOLS & LEGEND

52 IG-2 INSTRUMENTATION AND SCADA SYMBOLS LEGEND/NOTES

53 IG-3 INSTRUMENTATION SCADA PP NO.72 PROCESS AND INSTRUMENTATION DIAGRAM

54 IG-4 TYPICAL INSTRUMENTATION INSTALLATION DETAILS (SHEET 1 OF 2)

55 IG-5 TYPICAL INSTRUMENTATION INSTALLATION DETAILS (SHEET 2 OF 2)

56 PP72.C1 CIVIL SITE PLAN RENOVATION PRESSURE POINT STATION #72

 57 PP72.C2 CIVIL SITE DETAILS PRESSURE POINT STATION #72 (NOT USED)

 58 PP72.E1.I1 ELECTRICAL PLAN PRESSURE POINT STATION #72 (NOT USED)
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CITY OF AUSTIN
PUBLIC WORKS DEPARTMENT
ENGINEERING SERVICES DIVISION

GENERAL  CONSTRUCTION  NOTES:

AUSTIN WATER GENERAL CONSTRUCTION NOTES (CIP) (06/07/2016):

STREET AND BRIDGE SPECIAL NOTE:

ALL DAMAGE CAUSED DIRECTLY OR INDIRECTLY TO THE STREET SURFACE, SIDEWALK,
DRIVEWAY, CURB & GUTTER, OR SUBSURFACE OUTSIDE OF THE PAVEMENT CUT AREA SHALL
BE REGARDED AS A PART OF THE STREET CUT REPAIR. THIS INCLUDES ANY
SCRAPES,GOUGES, CUTS, CRACKING, DEPRESSIONS, AND/OR ANY OTHER DAMAGE CAUSED
BY THE CONTRACTOR DURING THE EXECUTION OF THE WORK. THESE REPAIR AREAS WILL
BE INCLUDED IN THE TOTAL AREA OF RESTORATION. THESE AREAS SHALL BE SAW CUT IN
STRAIGHT, NEAT LINES PARALLEL TO THE EXCAVATION OR  UTILITY TRENCH AND TO THE
NEXT EXISTING JOINT FOR SIDEWALKS AND CURB & GUTTER. ALL SUCH REPAIRS SHALL BE
AT THE CONTRACTOR'S EXPENSE AND SHALL MEET ALL CITY TESTING REQUIREMENTS,
STANDARDS, AND SPECIFICATIONS.

1. THE PROJECT MANUAL CONTAINS IMPORTANT INFORMATION THAT IS NOT REPEATED   IN
THE PLAN SET.  THE CONTRACTOR SHALL KEEP THE PROJECT MANUAL ON SITE AND
IMMEDIATELY AVAILABLE TO THOSE PERSONS PERFORMING THE WORK.  UPON REQUEST,
THE CONTRACTOR SHALL PRESENT THIS COPY OF THE PROJECT MANUAL TO THE
CONSTRUCTION INSPECTOR, ENGINEER OR PROJECT MANAGER.

2. THE CONTRACTOR WILL NOTIFY THE OWNER’S REPRESENTATIVE FORTY-EIGHT (48)
HOURS IN ADVANCE OF BEGINNING ANY CONSTRUCTION IN THE RIGHT OF WAY OR
EASEMENTS.

3. CONTRACTOR AND SUB-CONTRACTORS MUST BE LICENSED BY THE CITY OF AUSTIN FOR
CONDUCTING WORK WITHIN THE STREET RIGHT OF WAY, ALLEYS, OR EASEMENTS.

4. CONTRACTOR MUST OBTAIN RIGHT OF WAY EXCAVATION PERMITS, FOR EACH PROJECT
LOCATION, FROM ROW MANAGEMENT DIVISION (512-974-7180) PRIOR TO COMMENCEMENT OF
WORK.  CONTRACTOR SHALL PROVIDE A ONE CALL CENTER CONFIRMATION NUMBER
BEFORE BEING ISSUED AN EXCAVATION PERMIT.
"ONE CALL" PHONE NUMBER:  811.

5. PRE-CONSTRUCTION MEETINGS:  THERE ARE TWO ENTITIES THAT HOLD
PRE-CONSTRUCTION MEETINGS. THESE MEETINGS TYPICALLY DO NOT OCCUR AT THE SAME
TIME.  FOR PRE-CONSTRUCTION MEETING HELD BY CONSTRUCTION INSPECTION DIVISION,
SEE PROJECT MANUAL SECTION 01200; FOR ENVIRONMENTAL PRE-CONSTRUCTION MEETING,
SEE ENVIRONMENTAL NOTES.

6. THE CONTRACTOR SHALL NOTIFY EACH OF THE FOLLOWING ENTITIES OF THE
CONSTRUCTION SCHEDULE AT LEAST TWO WEEKS IN ADVANCE OF PROPOSED
CONSTRUCTION OPERATIONS AND PROVIDE PERTINENT INFORMATION ABOUT LANE
CLOSURES AND DETOURS.

  AUSTIN FIRE DEPARTMENT...................................................... 512-974-0130
 AUSTIN POLICE DEPARTMENT................................................. 512-974-5000

EMERGENCY MEDICAL SERVICES........................................... 512-978-0440
 AUSTIN INDEPENDENT SCHOOL DISTRICT............................ 512-414-9832
  CAPITAL METRO TRANSIT AUTHORITY................................... 512-389-7400
  U.S. POSTAL SERVICE................................................................512-342-1236
  UNIVERSITY OF TEXAS   
      (Facilities Services)............................................................. 512-471-4110
      (Parking and Trans)............................................................ 512-471-7275
       (Utilities and Energy Mgmt).................................................512-471-1600

(University Police)............................................................... 512-471-4441
      (Project Mgmt & Const. Svcs)............................................. 512-471-3042
  STATE OF TEXAS
  DPS TEXAS HWY PATROL (Region 7 Austin Capitol)..................512-463-3473

7. THE INFORMATION SHOWN ON THESE DRAWINGS INDICATING TYPE AND LOCATION OF
SURFACE, SUBSURFACE, AND AERIAL UTILITIES IS NOT GUARANTEED TO BE EXACT OR
COMPLETE.  THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE EXACT TYPE AND
LOCATION OF ALL UTILITIES AFFECTED BY THE CONSTRUCTION IN ORDER TO AVOID
DAMAGING THOSE UTILITIES.

8. THE CONTRACTOR SHALL COORDINATE WITH OTHER CONTRACTORS AND UTILITIES IN
THE VICINITY OF THIS PROJECT.  THIS INCLUDES, BUT IS NOT LIMITED TO, GAS, WATER,
WASTEWATER ELECTRIC, TELEPHONE, CABLE TELEVISION, PETROLEUM PIPELINES, FIBER
OPTIC, STREET, DRAINAGE, AND ANY OTHER WORK OCCURRING
IN OR NEAR THE PROJECT SITE.  ONCE THE CONTRACTOR BECOMES AWARE OF A POSSIBLE
CONFLICT, IT IS THE CONTRACTOR’S RESPONSIBILITY TO NOTIFY THE OWNER’S
REPRESENTATIVE IMMEDIATELY, BUT NO LATER THAN TWENTY-FOUR (24) HOURS AFTER
DISCOVERY.

9. SHOULD THE CONTRACTOR DAMAGE A UTILITY DURING THE COURSE OF THE WORK, THE
CONTRACTOR SHALL IMMEDIATELY ARRANGE FOR REPAIR AND RESTORATION OF THE
DAMAGED UTILITY.  THE EXPENSE FOR THESE REPAIRS WILL BE AT THE CONTRACTOR’S
SOLE EXPENSE.

10. ALL EXISTING STRUCTURES, FACILITIES, AND UTILITIES DAMAGED BY CONSTRUCTION
SHALL BE REMOVED AND RESTORED WITH MATERIALS EQUAL TO OR BETTER THAN THE
ORIGINAL AND TO CONDITIONS EQUAL TO OR BETTER THAN THE ORIGINAL.  UNLESS
OTHERWISE NOTED IN THE PLANS, THIS WILL NOT BE MEASURED AND PAID FOR DIRECTLY,
BUT SHALL BE AT THE CONTRACTOR’S SOLE
EXPENSE.

11. SLOPES OF ROADWAY CUTS AND EMBANKMENTS DAMAGED BY ANY OPERATION OF THE
CONTRACTOR DURING THE EXECUTION OF THIS PROJECT SHALL BE REPAIRED AND
RESTORED TO THE ORIGINAL PRE-CONSTRUCTION CONDITION.  BACKFILL AND FILL PLACED
DURING REMEDIAL GRADING SHALL BE COMPACTED TO AT LEAST 95%  COMPACTION AND TO
THE SATISFACTION OF THE ENGINEER AND GOVERNING AUTHORITIES.

12. GEOTECHNICAL INFORMATION IS PROVIDED IN THE PROJECT MANUAL SECTION 00220.

13. SEE PROJECT MANUAL SECTION 01300 FOR RECORD DRAWINGS INFORMATION.

1. CONTRACTOR MUST OBTAIN A STREET CUT PERMIT FROM AUSTIN TRANSPORTATION
DEPARTMENT, RIGHT OF WAY MANAGEMENT DIVISION BEFORE BEGINNING CONSTRUCTION
WITHIN THE RIGHT-OF-WAY OF A PUBLIC STREET OR ALLEY.

2. AT LEAST 48 HOURS BEFORE BEGINNING ANY WATER AND WASTEWATER
CONSTRUCTION IN PUBLIC R.O.W. OR PUBLIC EASEMENT, THE CONTRACTOR SHALL NOTIFY
AUSTIN TRANSPORTATION DEPARTMENT INSPECTION OR WATER AND WASTEWATER UTILITY
TAPS INSPECTION AT THE NUMBER INDICATED ON THE PLANS BY THE AW PLAN REVIEWER.

3. THE CONTRACTOR SHALL CONTACT THE AUSTIN AREA “ONE CALL” SYSTEM AT
1-800-344-8377 FOR EXISTING UTILITY LOCATIONS PRIOR TO ANY EXCAVATION IN ADVANCE
OF CONSTRUCTION. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL UTILITIES TO
BE EXTENDED, TIED TO, OR ALTERED, OR SUBJECT TO DAMAGE / INCONVENIENCE BY THE
CONSTRUCTION OPERATIONS. THE CITY OF AUSTIN WATER AND WASTEWATER
MAINTENANCE RESPONSIBILITY ENDS AT R.O.W./EASEMENT LINES.

4. NO OTHER UTILITY SERVICE / APPURTENANCES SHALL BE PLACED NEAR THE PROPERTY
LINE, OR OTHER ASSIGNED LOCATION DESIGNATED FOR WATER AND WASTEWATER UTILITY
SERVICE THAT WOULD INTERFERE WITH THE WATER AND WASTEWATER SERVICES.

5. THE CITY SPECIFICATION ITEM 509S WILL BE REQUIRED AS A MINIMUM TRENCH SAFETY
MEASURE.

6. PRESSURE TAPS SHALL BE IN ACCORDANCE WITH CITY STANDARD SPECIFICATION ITEM
510.3(24). THE CONTRACTOR SHALL PERFORM EXCAVATION ETC., AND SHALL FURNISH,
INSTALL AND AIR TEST THE SLEEVE AND VALVE.  WHEN CONTRACTORS MAKE THE TAP A CITY
INSPECTOR MUST BE PRESENT AND 2 WORKING DAYS (MIN.) NOTICE MUST BE GIVEN.  “SIZE
ON SIZE” TAPS WILL NOT BE PERMITTED, UNLESS, IT HAS BEEN DEMONSTRATED THAT A
MORE ACCEPTABLE CONNECTION WOULD INVOLVE CONSIDERABLE HARDSHIP TO THE
UTILITY SYSTEM. ALL TAPS SHALL BE MADE BY USE OF AN APPROVED FULL
CIRCLE-GASKETED CAST IRON OR DUCTILE IRON TAPPING SLEEVE. CONCRETE BLOCKING
SHALL BE PLACED UNDER ALL TAP SLEEVES PRIOR TO MAKING THE PRESSURE TAP AND THE
USE OF PRECAST BLOCKS MAY BE USED TO HOLD THE TAP IN ITS CORRECT POSITION PRIOR
TO BLOCKING. THE BLOCKING BEHIND AND UNDER THE TAP SHALL HAVE A MINIMUM OF 24
HOURS CURING TIME BEFORE THE VALVE CAN BE RE-OPENED FOR SERVICE FROM THAT TAP.

7. THRUST RESTRAINT SHALL BE IN ACCORDANCE WITH CITY STANDARD SPECIFICATION
ITEM 510.3 (22).

8. ALL BRANCH CONNECTIONS SHALL HAVE THE VALVE BOLTED TO THE MAIN BY METHODS
OF FLANGE OR SWIVEL TEES. FOSTER ADAPTORS MAY BE USED IN LIEU OF FLANGE OR
SWIVEL TEES WHEN CALLED OUT ON THE PLANS BY THE DESIGN ENGINEER.

9. A). FIRE HYDRANTS SHALL BE SET IN ACCORDANCE WITH CITY STANDARD
SPECIFICATION ITEM 511S.4 B). FIRE HYDRANTS SHALL BE PAINTED FLYNT ALUMINUM OR
EQUAL.

10. WATER LINE TESTING AND STERILIZATION SHALL BE PERFORMED IN ACCORDANCE WITH
CITY STANDARD SPECIFICATION ITEMS 510.3 (27)-(29). FORCE MAIN PRESSURE TESTING
SHALL BE CONDUCTED AND FALL UNDER THE SPECIFICATIONS AS WATER LINES (PRESSURE
PIPE) OR AT THE PRESSURES SHOWN ON THE APPROVED PLANS.

11. ALL MATERIAL USED ON THIS PROJECT MUST BE LISTED ON THE STANDARD PRODUCTS
LISTING. ANY MATERIAL NOT LISTED HAS TO GO THROUGH THE REVIEW OF THE STANDARDS
COMMITTEE FOR REVIEW AND APPROVAL PRIOR TO START OF PROJECT. TESTING AND
EVALUATION OF PRODUCTS ARE REQUIRED BEFORE APPROVAL WILL BE GIVEN ANY
CONSIDERATION.

12. WHEN WATER SERVICES ARE DAMAGED AND THE SERVICE MATERIAL IS PE, THE LINE
SHALL BE REPAIRED ONLY BY HEAT FUSION WELD OR REPLACED THE FULL LENGTH WITH
TYPE K COPPER MATERIAL. ANY TIME PB IS DAMAGED OR TAMPERED WITH IN ANY WAY, THE
SERVICE LINE SHALL BE REPLACED FULL LENGTH WITH TYPE K COPPER MATERIAL. NOTE:
FULL LENGTH IS FROM CORPORATION STOP TO METER.

13. WHEN AN EXISTING WATERLINE SHUT OUT IS NECESSARY AND POSSIBLE, THE
CONTRACTOR SHALL NOTIFY THE CONSTRUCTION INSPECTOR WHO WILL THEN NOTIFY THE
AUSTIN WATER DISPATCH AND THE AFFECTED CUSTOMERS A MINIMUM OF SEVENTY-TWO
(72) HOURS IN ADVANCE.

14. THE CONTRACTOR SHALL NOTIFY THE CONSTRUCTION INSPECTOR SO THAT HE CAN
NOTIFY THE AUSTIN WATER AT 972-0000 AT A MINIMUM OF 72 HOURS PRIOR TO RELOCATING
ANY DOMESTIC OR FIRE DEMAND WATER METERS. THE CONTRACTOR SHALL CAREFULLY
REMOVE ALL METERS AND METERS BOXES THAT ARE INDICATED TO BE RELOCATED OR
SALVAGED. THE CONTRACTOR SHALL INSTALL THE REMOVED METER OR CITY PROVIDED
METER AT THE NEW LOCATION INDICATED ON THE CONSTRUCTION PLANS.

15. ALL MANHOLES IN UNPAVED AREAS PROVIDING DIRECT ACCESS TO A WASTEWATER
LINE SHALL BE WATERTIGHT AND BEAR THE WORDING AND INSIGNIA FOR THE CITY OF
AUSTIN.

16. THE CONTRACTOR SHALL VERIFY ALL VERTICAL AND HORIZONTAL LOCATIONS OF
EXISTING UTILITIES PRIOR TO STARTING ON-SITE UTILITY WORK.

17. ALL RESPONSIBILITY FOR THE ADEQUACY OF THESE PLANS REMAINS WITH THE
ENGINEER WHO PREPARED THEM. APPROVAL OF THESE PLANS BY THE CITY OF AUSTIN
DOES NOT REMOVE THESE RESPONSIBILITIES.

18. REVIEW BY THE AUSTIN WATER APPLIES ONLY TO FACILITIES WITHIN PUBLIC STREETS
OR PUBLIC UTILITY EASEMENTS. ALL OTHER WATER AND WASTEWATER FACILITIES INSIDE
PRIVATE PROPERTY ARE UNDER THE JURISDICTION OF BUILDING INSPECTION.

19. ALL WATER AND WASTEWATER MAINS SHALL BE INSTALLED IN ACCORDANCE WITH THE
SEPARATION DISTANCES INDICATED IN CHAPTER 290 - DRINKING WATER STANDARDS, AND
CHAPTER 217 - DESIGN CRITERIA FOR SEWERAGE SYSTEMS, OF TCEQ RULES.

20. CONTRACTOR'S PERSONNEL THAT PERFORM BUTT FUSION AND ELECTRO-FUSION ON
OR TO HDPE PIPE AND FITTINGS MUST HAVE CURRENT QUALIFICATION TRAINING
CERTIFICATE ISSUED BY MCELROY OR COMPARABLE TRAINING PROGRAM.

21. SHOP DRAWINGS SHALL BE SUBMITTED FOR AW APPROVAL FOR LARGE DIAMETER
PRE-CAST MANHOLES, JUNCTION BOXES, WET WELLS, AND SIMILAR STRUCTURES. THE SHOP
DRAWINGS SHALL INCLUDE FLOWLINE ELEVATIONS OF ALL INCOMING AND OUTGOING PIPES,
ELEVATION OF TRANSITION FROM LARGE DIAMETER SECTIONS TO 48" ID SECTION, TOP OF
MANHOLE ELEVATION, SURROUNDING GROUND ELEVATION, AS WELL AS SPECIAL
CONSTRUCTION CONSIDERATIONS THAT ARE SPECIFIED IN THE CONTRACT DRAWINGS.

22. VALVE STEM EXTENSIONS SHALL CONSIST OF A SINGLE PIECE OF IRON ROD OF THE
REQUIRED LENGTH WITH A SOCKET ON ONE END AND NUT ON THE OTHER.

23. ASBESTOS CONCRETE PIPE (AC PIPE) HAS BEEN INSTALLED IN THE PAST AS PART OF
AUSTIN WATER'S WATER DISTRIBUTION AND WASTEWATER COLLECTION SYSTEMS. AUSTIN
WATER'S INFRASTRUCTURE INCLUDES AC PIPE THAT IS CURRENTLY IN SERVICE AS WELL AS
AC PIPE THAT HAS BEEN ABANDONED AND IS NO LONGER IN SERVICE. RECORD
INFORMATION MAY NOT BE COMPLETE IN YOUR PROJECT AREA. CONTRACTORS AND
SUBCONTRACTORS MUST BE ALERT TO THE PRESENCE AC PIPE AND BE KNOWLEDGEABLE
OF HOW TO IDENTIFY IT. DISTURBANCE, REMOVAL OR CUTTING OF ASBESTOS CONTAINING

PIPE IS TO BE CONDUCTED IN ACCORDANCE WITH THE REQUIREMENTS OF TEXAS
ADMINISTRATIVE CODE 25, SECTION 15, ARTICLE 4477-3A AND 29 CFR 1926.1101. REFERENCE
STANDARD SPECIFICATION SECTION 01901. CONTACT THE CITY OF AUSTIN ASBESTOS
MANAGER AT 512-974-7154 THIRTY (30) DAYS PRIOR TO THE PLANNED DISTURBANCE OF THE
AC PIPE.  ONLY LICENSED PERSONNEL ARE PERMITTED TO DISTURB, REMOVE, TRANSPORT
AND DISPOSE OF AC PIPE.

24. ALL POTABLE WATER SYSTEM COMPONENTS INSTALLED AFTER JANUARY 4, 2014, SHALL
BE ESSENTIALLY “LEAD FREE” ACCORDING TO THE US SAFE DRINKING WATER ACT.
EXAMPLES ARE VALVES (CORPORATION STOP, CURB STOP, AND PRESSURE REDUCING),
NIPPLES, BUSHINGS, PIPE, FITTINGS, BACKFLOW PREVENTERS AND FIRE HYDRANTS. GATE
VALVES LARGER THAN 2 INCH AND TAPPING SADDLES ARE THE ONLY COMPONENTS EXEMPT
FROM THIS REQUIREMENT. COMPONENTS THAT ARE NOT CLEARLY IDENTIFIED BY THE
MANUFACTURER AS MEETING THIS REQUIREMENT EITHER BY MARKINGS ON THE
COMPONENT OR ON THE PACKAGING SHALL NOT BE INSTALLED.

1. SEE  REMEDIAL TREE CARE NOTE (ECM P-6) .

2. HOLD PRE-CONSTRUCTION CONFERENCE.

3. TEMPORARY EROSION AND SEDIMENTATION CONTROLS ARE TO BE INSTALLED AS
INDICATED ON THE APPROVED SITE PLAN OR SUBDIVISION CONSTRUCTION PLAN AND IN
ACCORDANCE WITH THE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) THAT IS
REQUIRED TO BE POSTED ON THE SITE.  INSTALL TREE PROTECTION AND INITIATE TREE
MITIGATION MEASURES.

4. THE ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR MUST CONTACT THE
WATERSHED PROTECTION DEPARTMENT, ENVIRONMENTAL INSPECTION, AT 512-974-2278, 72
HOURS PRIOR TO THE SCHEDULED DATE OF THE REQUIRED ON-SITE PRECONSTRUCTION
MEETING.

5. THE ENVIRONMENTAL PROJECT MANAGER, AND/OR SITE SUPERVISOR, AND/OR
DESIGNATED RESPONSIBLE PARTY, AND THE GENERAL CONTRACTOR WILL FOLLOW THE
STORM WATER POLLUTION PREVENTION PLAN (SWPPP) POSTED ON THE SITE.  TEMPORARY
EROSION AND SEDIMENTATION CONTROLS WILL BE REVISED, IF NEEDED, TO COMPLY WITH
CITY INSPECTORS' DIRECTIVES, AND REVISED CONSTRUCTION SCHEDULE RELATIVE TO THE
WATER QUALITY PLAN REQUIREMENTS AND THE EROSION PLAN.

6. (RESERVED)

7. TEMPORARY EROSION AND SEDIMENTATION CONTROLS WILL BE INSPECTED AND
MAINTAINED IN ACCORDANCE WITH THE STORM WATER POLLUTION PREVENTION PLAN
(SWPPP) POSTED ON THE SITE.

8. BEGIN SITE CLEARING/CONSTRUCTION (OR DEMOLITION) ACTIVITIES.
PHASE 1:  BEGIN WITH SHUT-OUT TEST
a. REMOVE TANK #2 AND APPURTENANCES (LARGE TANK). TANK #1 IS STILL OPERATING
b. INSTALL 12" DI WL-C (COMPLETE IN PLACE) & WL-A FROM STA. 0+00 TO STA.8+71.12 AT
8" GV#808500, AND INSTALL 4" GV#808504
c. INSTALL FLOW METER  VAULT AND PRV VAULT, WL-A STA. 8+69.92 TO STA. 9+00.26
d. REMOVE THE PART OF ALTITUDE VALVE VAULT THAT INTERFERES WITH 8" WL-A 
FROM STA. 9+44.00 TO STA. 9+51.00
e. INSTALL 8" DI WL-A FROM STA. 9+00.26 TO STA.10+10.87
f.  INSTALL WL-B
g. CONTRACTOR SHALL COORDINATE WITH INSPECTOR FOR SHUTOUT
h. TIE-IN 8" WL-A TO EXISTING 8" AC WL. TIE IN 4" WL-B TO EXISTING  4" PVC WL.

          i.  REMOVE EXISTING 8" AC PIPE IN GLENLAKE DRIVE

          PHASE 2:
a. REMOVE TANK #1 AND APPURTENANCES
b. REMOVE EXISTING 8" AC PIPE AT THE PUMP STATION
c. INSTALL PRESSURE POINT

9.   (RESERVED)

10.   COMPLETE CONSTRUCTION AND START REVEGETATION OF THE SITE AND INSTALLATION
OF LANDSCAPING.

11.  UPON COMPLETION OF THE SITE CONSTRUCTION AND REVEGETATION OF A PROJECT
SITE, THE DESIGN  ENGINEER SHALL SUBMIT AN ENGINEER'S LETTER OF CONCURRENCE TO
THE WATERSHED PROTECTION AND DEVELOPMENT REVIEW DEPARTMENT INDICATING THAT
CONSTRUCTION, INCLUDING REVEGETATION, IS COMPLETE AND IN SUBSTANTIAL
CONFORMITY WITH THE APPROVED PLANS. AFTER RECEIVING THIS LETTER, A FINAL
INSPECTION WILL BE SCHEDULED BY THE APPROPRIATE CITY INSPECTOR.

12.   UPON COMPLETION OF LANDSCAPE INSTALLATION OF A PROJECT SITE, THE LANDSCAPE
ARCHITECT SHALL SUBMIT A LETTER OF CONCURRENCE TO THE WATERSHED PROTECTION
AND DEVELOPMENT REVIEW DEPARTMENT INDICATING THAT THE REQUIRED LANDSCAPING
IS COMPLETE AND IN SUBSTANTIAL CONFORMITY WITH THE APPROVED PLANS. AFTER
RECEIVING THIS LETTER, A FINAL INSPECTION WILL BE SCHEDULED BY THE APPROPRIATE
CITY INSPECTOR.

13.   AFTER A FINAL INSPECTION HAS BEEN CONDUCTED BY THE CITY INSPECTOR AND WITH
APPROVAL FROM THE CITY INSPECTOR, REMOVE THE TEMPORARY EROSION AND
SEDIMENTATION CONTROLS AND COMPLETE ANY NECESSARY FINAL REVEGETATION
RESULTING FROM REMOVAL OF THE CONTROLS. CONDUCT ANY MAINTENANCE AND
REHABILITATION OF THE WATER QUALITY PONDS OR CONTROLS.

14.   COMPLETE PERMANENT EROSION CONTROL AND SITE RESTORATION. REMOVE
TEMPORARY EROSION/SEDIMENTATION CONTROLS AND TREE PROTECTION. RESTORE ANY
AREAS DISTURBED DURING REMOVAL OF EROSION/SEDIMENTATION CONTROLS.

SEQUENCE OF CONSTRUCTION
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AUSTIN WATER SPECIAL NOTE:

TEST SHUTOUT PRIOR TO COMPLETING  DESIGN.

02/10/2020

6. TEMPORARY EROSION AND SEDIMENTATION CONTROLS WILL BE INSPECTED AND MAINTAINED
IN ACCORDANCE WITH EROSION/ SEDIMENTATION CONTROLS PLANS

7.  BEGIN SITE CLEARING/CONSTRUCTION (OR DEMOLITION) ACTIVITIES.
PHASE 1:

a. BEGIN WITH SHUT-OUT TEST
b. REMOVE TANK #2 AND APPURTENANCES (LARGE TANK). TANK #1 IS STILL OPERATING 
c. INSTALL 12" DI WL-C (COMPLETE IN PLACE) & WL-A FROM STA. 0+00 TO STA.8+71.12 AT 8"

  GV#808500, AND INSTALL 4" GV#808504
d. INSTALL FLOW METER  VAULT AND PRV VAULT, WL-A STA. 8+69.92 TO STA. 9+00.26
e. REMOVE THE PART OF ALTITUDE VALVE VAULT THAT INTERFERES WITH 8" WL-A FROM

  STA. 9+44.00 TO STA. 9+51.00
f. INSTALL 8" DI WL-A FROM STA. 9+00.26 TO STA.10+10.87
g. INSTALL WL-B
h. CONTRACTOR SHALL COORDINATE WITH INSPECTOR FOR SHUTOUT
i. TIE-IN 8" WL-A TO EXISTING 8" AC WL. TIE IN 4" WL-B TO EXISTING  4" PVC WL.

     j. REMOVE EXISTING 8" AC PIPE AT THE PUMP STATION (ACCORDING TO SS1900 AC
        REMOVAL) 
     k. INSTALL PRESSURE POINT:
          - INSTALL UTILITY ELECTRICAL METER RACK FOOTING, RTU CABINET PAD, AND
            ANTENNA POLE FOUNDATION. 
          - RELOCATE UTILITY ELECTRICAL METER TO PROPOSED LOCATION.
          - INSTALL RTU CABINET AND ANTENNA
          - INSTALL DUCT BANK TO CONNECT PRV AND FLOW METER TO RTU CABINET & ANTENA.
PHASE 2:

a. REMOVE EXISTING 8" AC PIPE IN GLENLAKE DRIVE (ACCORDING TO SS1900 AC
        REMOVAL) 
     b. RESTORATION & REPAVING STREET
     c. REMOVE TANK #1 AND APPURTENANCES 
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TRAVIS COUNTY STANDARD CONSTRUCTION NOTES FOR SUBDIVISION
DEVELOPMENT STREETS, DRAINAGE, WATER AND WASTEWATER

1. EACH DRIVEWAY MUST BE CONSTRUCTED IN ACCORDANCE WITH TRAVIS COUNTY CODE
SECTION 482.302(G), AND EACH DRAINAGE STRUCTURE OR SYSTEM MUST BE CONSTRUCTED IN
ACCORDANCE WITH THE CITY OF AUSTIN DRAINAGE CRITERIA MANUAL, UNLESS OTHER
DESIGN CRITERIA ARE APPROVED BY TRAVIS COUNTY.

2. BEFORE BEGINNING ANY CONSTRUCTION, THE OWNER MUST OBTAIN A TRAVIS COUNTY
DEVELOPMENT PERMIT AND POST THE DEVELOPMENT PERMIT, THE TCEQ SITE NOTICE, AND
ANY OTHER REQUIRED PERMITS AT THE JOB SITE.

3. CONSTRUCTION MAY NOT TAKE PLACE WITHIN TRAVIS COUNTY RIGHT-OF-WAY UNTIL AFTER
THE OWNER HAS SUBMITTED A TRAFFIC CONTROL PLAN TO TRAVIS COUNTY AND OBTAINED
WRITTEN APPROVAL OF THE TRAFFIC CONTROL PLAN FROM TRAVIS COUNTY.

4. THE CONTRACTOR AND PRIMARY OPERATOR SHALL FOLLOW THE SEQUENCE OF
CONSTRUCTION AND THE SWP3 IN THESE APPROVED PLANS. THE CONTRACTOR AND PRIMARY
OPERATOR SHALL REQUEST TRAVIS COUNTY INSPECTION AT SPECIFIC MILESTONES IN THE
SEQUENCE OF THE CONSTRUCTION OF THE SITE DEVELOPMENT CORRESPONDING TO THE
PRIORITY INSPECTIONS SPECIFIED IN CONSTRUCTION SEQUENCING NOTES IN THESE
APPROVED PLANS. DEVELOPMENT OUTSIDE THE LIMITS OF CONSTRUCTION SPECIFIED IN THE
APPROVED PERMIT AND CONSTRUCTION PLANS IS PROHIBITED.

5. BEFORE BEGINNING ANY CONSTRUCTION, ALL STORM WATER POLLUTION PREVENTION
PLAN (SWP3) REQUIREMENTS SHALL BE MET, AND THE FIRST PHASE OF THE TEMPORARY
EROSION CONTROL (ESC) PLAN INSTALLED WITH A SWP3 INSPECTION REPORT UPLOADED TO
MYPERMITNOW.ORG. ALL SWP3 AND ESC PLAN MEASURES AND PRIMARY OPERATOR SWP3
INSPECTIONS MUST BE PERFORMED BY THE PRIMARY OPERATOR IN ACCORDANCE WITH THE
APPROVED PLANS AND SWP3 AND ESC PLAN NOTES THROUGHOUT THE CONSTRUCTION
PROCESS.

6. BEFORE STARTING CONSTRUCTION, THE OWNER OR CONTRACTOR OR THEIR DESIGNATED
REPRESENTATIVES SHALL SUBMIT A REQUEST VIA THE MYPERMITNOW.ORG CUSTOMER
PORTAL FOR TRAVIS COUNTY TO REQUEST AND SCHEDULE A MANDATORY PRECONSTRUCTION
CONFERENCE AND ESC INSPECTION. IF FURTHER ASSISTANCE IS NEEDED, THE TNR PLANNING
AND ENGINEERING DIVISION STAFF OR TNR STORM WATER MANAGEMENT PROGRAM STAFF
CAN BE CONTACTED BY TELEPHONE AT 512-854-9383.

7. THE CONTRACTOR SHALL KEEP TRAVIS COUNTY TNR ASSIGNED INSPECTION STAFF
CURRENT ON THE STATUS OF SITE DEVELOPMENT AND UTILITY CONSTRUCTION. THE
CONTRACTOR SHALL  NOTIFY TRAVIS COUNTY AND REQUEST PRIORITY INSPECTIONS
THROUGH THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY IN ACCORDANCE
WITH THE SPECIFIC MILESTONES IN THE CONSTRUCTION SEQUENCING NOTES IN THESE
APPROVED PLANS.

8. CONTOUR DATA SOURCE: SURVEY FILE (BY PROFESSIONAL SURVEYOR)

9. FILL MATERIAL MUST BE MANAGED AND DISPOSED OF IN ACCORDANCE WITH ALL
REQUIREMENTS SPECIFIED IN THE APPROVED PLANS, SWP3, AND THE TRAVIS COUNTY CODE.
THE CONTRACTOR SHALL STOCKPILE FILL AND CONSTRUCTION MATERIALS ONLY IN THE
AREAS DESIGNATED ON THE APPROVED PLANS AND NOT WITHIN THE 100-YEAR FLOOD PLAIN,
WATERWAY SETBACK, CRITICAL ENVIRONMENTAL FEATURE SETBACK, OR OUTSIDE THE LIMITS
OF CONSTRUCTION. DISPOSAL OF SOLID WASTE MATERIALS, AS DEFINED BY STATE LAW
(E.G., LITTER, TIRES, DECOMPOSABLE WASTES, ETC.) IS PROHIBITED IN PERMANENT FILL SITES.

10. BEFORE DISPOSING ANY EXCESS FILL MATERIAL OFF-SITE, THE CONTRACTOR OR PRIMARY
OPERATOR MUST PROVIDE THE COUNTY INSPECTOR DOCUMENTATION THAT DEMONSTRATES
THAT ALL REQUIRED PERMITS FOR THE PROPOSED DISPOSAL SITE LOCATION, INCLUDING
TRAVIS COUNTY, TCEQ NOTICE, AND OTHER APPLICABLE DEVELOPMENT PERMITS, HAVE BEEN
OBTAINED. THE OWNER OR PRIMARY OPERATOR MUST REVISE THE SWP3 AND ESC PLAN IF
HANDLING OR PLACEMENT OF EXCESS FILL ON THE CONSTRUCTION SITE IS REVISED FROM
THE EXISTING SWP3. IF THE FILL DISPOSAL LOCATION IS OUTSIDE TRAVIS COUNTY
OR DOES NOT REQUIRE A DEVELOPMENT PERMIT, THE CONTRACTOR OR PRIMARY OPERATOR
MUST PROVIDE THE COUNTY INSPECTOR THE SITE ADDRESS, CONTACT INFORMATION FOR
THE PROPERTY OWNER OF THE FILL

11. THE DESIGN ENGINEER IS RESPONSIBLE FOR THE ADEQUACY OF THE CONSTRUCTION
PLANS. IN REVIEWING THE CONSTRUCTION PLANS, TRAVIS COUNTY WILL RELY UPON THE
ADEQUACY OF THE WORK OF THE DESIGN ENGINEER.

12. IN THE EVENT OF ANY CONFLICTS BETWEEN THE CONTENT IN THE SWP3 SITE NOTEBOOK
AND THE CONTENT IN THE CONSTRUCTION PLANS APPROVED BY TRAVIS COUNTY, THE
CONSTRUCTION PLANS SHALL TAKE PRECEDENCE.

13. A MINIMUM OF TWO SURVEY BENCHMARKS SHALL BE SET, INCLUDING DESCRIPTION,
LOCATION, AND ELEVATION; THE BENCHMARKS SHOULD BE TIED TO A TRAVIS COUNTY
CONTROL BENCHMARK WHEN POSSIBLE.

14. ANY EXISTING PAVEMENT, CURBS, SIDEWALKS, OR DRAINAGE STRUCTURES WITHIN
COUNTY RIGHT-OF-WAY WHICH ARE DAMAGED, REMOVED, OR SILTED, WILL BE REPAIRED BY
THE CONTRACTOR AT OWNER OR CONTRACTOR'S EXPENSE BEFORE APPROVAL AND
ACCEPTANCE OF THE CONSTRUCTION BY TRAVIS COUNTY.

15. CALL THE TEXAS EXCAVATION SAFETY SYSTEM AT 8-1-1 AT LEAST 2 BUSINESS DAYS
BEFORE BEGINNING EXCAVATION ACTIVITIES.

16. ALL STORM SEWER PIPES SHALL BE CLASS III RCP, UNLESS OTHERWISE NOTED.

17. CONTRACTOR IS REQUIRED TO OBTAIN A UTILITY INSTALLATION PERMIT IN ACCORDANCE
WITH TRAVIS COUNTY CODE SECTION 482.901(A)(3) BEFORE ANY CONSTRUCTION OF UTILITIES
WITHIN ANY TRAVIS COUNTY RIGHT-OF-WAY.

18. THIS PROJECT IS LOCATED ON FLOOD INSURANCE RATE MAP 48453 CO430J.

19. TEMPORARY STABILIZATION MUST BE PERFORMED IN ALL DISTURBED AREAS THAT HAVE
CEASED CONSTRUCTION ACTIVITIES FOR 14 DAYS OR LONGER, IN ACCORDANCE WITH THE
STANDARDS DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES.

20. PERMANENT SITE STABILIZATION/RE-VEGETATION MUST BE PERFORMED IMMEDIATELY IN
ALL SITE AREAS WHICH ARE AT FINAL PLAN GRADE AND IN ALL SITE AREAS SPECIFIED IN THE
APPROVED PLANS FOR PHASED RE-VEGETATION, IN ACCORDANCE WITH THE STANDARDS
DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES.

21. ALL TREES WITHIN THE RIGHT-OF-WAY AND DRAINAGE EASEMENTS SHALL BE SAVED OR
REMOVED IN ACCORDANCE WITH THE APPROVED CONSTRUCTION PLANS. TRAVIS COUNTY
TREE PRESERVATION STANDARDS IN TRAVIS COUNTY CODE SECTION 482.973, INCLUDING
INSTALLATION AND MAINTENANCE OF ALL SPECIFIED TREE PROTECTION MEASURES, MUST BE
FOLLOWED DURING CONSTRUCTION.

22. AN ENGINEER'S CONCURRENCE LETTER IN ACCORDANCE WITH TRAVIS COUNTY CODE
SECTION 482.953 MUST BE SUBMITTED VIA THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR
TRAVIS COUNTY WHEN CONSTRUCTION IS SUBSTANTIALLY COMPLETE. THE ENGINEER'S
CONCURRENCE LETTER MUST BE SUBMITTED BEFORE THE CONTRACTOR OR PRIMARY
OPERATOR REQUESTS A FINAL INSPECTION BY TRAVIS COUNTY.

23. SITE IMPROVEMENTS MUST BE CONSTRUCTED IN CONFORMANCE WITH THE ENGINEER'S
CONSTRUCTION PLANS APPROVED BY TRAVIS COUNTY. NON-CONFORMANCE WITH THE
APPROVED PLANS WILL DELAY FINAL INSPECTION APPROVAL BY THE COUNTY UNTIL PLAN
CONFORMANCE IS ACHIEVED OR ANY REQUIRED PLAN REVISIONS ARE APPROVED.

24. FINAL SITE STABILIZATION. ALL AREAS DISTURBED BY THE CONSTRUCTION MUST BE
PERMANENTLY REVEGETATED AND ALL TEMPORARY SEDIMENT CONTROLS AND
ACCUMULATED SEDIMENTATION MUST BE REMOVED BEFORE THE COUNTY WILL ISSUE A
CERTIFICATE OF COMPLIANCE FOR FINAL SITE STABILIZATION AS PART OF FINAL INSPECTION
AND PROJECT COMPLETION. A DEVELOPERS CONTRACT, AS DESCRIBED IN THE SWP3 AND
ESC NOTES SHEET MAY BE EXECUTED WITH TRAVIS COUNTY FOR CONDITIONAL ACCEPTANCE
OF A PROJECT FOR WHICH HAS ESC FISCAL SECURITY POSTED AND FOR WHICH ALL ITEMS
ARE COMPLETE

25. ALL SUBDIVISION LOTS AND AREAS OUTSIDE THE RIGHT-OF-WAY WHICH ARE DISTURBED
DURING THE CONSTRUCTION PROCESS MUST BE INCLUDED IN THE FINAL
STABILIZATION/REVEGETATION PLAN OF THE SUBDIVISION FOR FINAL INSPECTION APPROVAL,
EXCEPT FOR SUBDIVISION LOTS THAT ARE SUBJECT TO SEPARATE TRAVIS COUNTY
DEVELOPMENT PERMIT(S), SWP3 NOTICE(S), AND ESC PLAN(S).

26. SOIL DATA SOURCES: SOIL SURVEY OF TRAVIS COUNTY

27. THE OWNER, UTILITY CONTRACTOR, OR A DESIGNATED REPRESENTATIVE SHALL SUBMIT A
NOTICE OF CONSTRUCTION VIA THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS
COUNTY AT LEAST TWO WORKING DAYS PRIOR TO CONSTRUCTION. IF FURTHER ASSISTANCE
IS NEEDED, THE TNR PLANNING AND ENGINEERING DIVISION STAFF CAN BE CONTACTED BY
TELEPHONE AT 512-854-9383

28. THE WORK WILL NOT BE ACCEPTED AND THE ONE-YEAR WARRANTY PERFORMANCE
PERIOD WILL NOT BEGIN UNTIL AFTER THE CONTRACTOR HAS OBTAINED TNR APPROVAL OF
THE CONSTRUCTION.

29. THE CONTRACTOR SHALL INSTALL ALL TRAFFIC MARKINGS, BARRICADES, AND SIGNAGE IN
ACCORDANCE WITH THE LATEST EDITION OF TXDOT'S MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES PRIOR TO TNR APPROVAL OF THE ROADWAY CONSTRUCTION.

THE OWNER AND PRIMARY OPERATOR MUST FOLLOW THIS BASIC SEQUENCE OF CONSTRUCTION
FOR EACH SUBDIVISION DEVELOPMENT. WITHIN THE FOLLOWING SEQUENCE OF CONSTRUCTION
ARE LISTED PRIORITY INSPECTIONS THAT THE OWNER AND PRIMARY OPERATOR MUST REQUEST
FROM A REPRESENTATIVE OF TRAVIS COUNTY'S STORM WATER MANAGEMENT PROGRAM
INSPECTION TEAM. EACH PRIORITY INSPECTION MUST BE REQUESTED ON-LINE THROUGH THE
MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY. THE PRIORITY INSPECTIONS IN
THIS EXHIBIT ARE CONSISTENT WITH THE PRIORITY INSPECTIONS FOUND IN THE CUSTOMER
PORTAL FOR THE PROJECT. FOR ASSURANCE PURPOSES, A SECOND REQUEST TO TRAVIS
COUNTY IS STRONGLY ENCOURAGED BY ADDITIONALLY SENDING AN E-MAIL TO THE FOLLOWING
ADDRESS: ENV-INSPECT@TRAVISCOUNTYTX.GOV.

THE SEQUENCE FOR ITEMS 1-4 AND ITEMS 17-22 MUST NOT BE ALTERED, BUT THE SEQUENCE
FOR ITEMS 5-16 MAY BE MODIFIED WITH THE WRITTEN APPROVAL OF THE COUNTY.

1.ESC INSTALLATION. INSTALL ALL TEMPORARY EROSION AND SEDIMENT CONTROLS (ESC)
AND TREE PROTECTION MEASURES IN ACCORDANCE WITH THE APPROVED ESC PLAN SHEETS
AND THE SWP3.
   a. HAVE A QUALIFIED INSPECTOR (AS SPECIFIED IN SECTION 482.934(C)(3) OF THE TRAVIS
       COUNTY CODE) INSPECT THE TEMPORARY EROSION AND SEDIMENT CONTROLS AND
       PREPARE A CERTIFIED SWP3 INSPECTION REPORT REGARDING WHETHER THE TEMPORARY
       EROSION AND SEDIMENT CONTROLS WERE INSTALLED IN CONFORMANCE WITH THE
       APPROVED PLANS;
   b. UPLOAD THE QUALIFIED INSPECTOR'S CERTIFIED SWP3 INSPECTION REPORT TO THE
       MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY; AND
   c. REQUEST A MANDATORY PRE-CONSTRUCTION MEETING WITH TRAVIS COUNTY THROUGH
       THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY GIVING AT LEAST 3
       BUSINESS DAYS NOTIFICATION.

2. PRE-CONSTRUCTION MEETING AND ESC INSPECTION. HOLD A MANDATORY PRE-
CONSTRUCTION MEETING THAT ADDRESSES THE ITEMS IN EXHIBIT 482.950 AND THE ESC
PRE-CONSTRUCTION INSPECTION BY THE COUNTY AND OBTAIN COUNTY'S APPROVAL TO START
CONSTRUCTION. (PRIORITY INSPECTION)

3. INSPECT FOR COMPLIANCE WITH SWP3 AND ESC PLAN. MAINTAIN AND INSPECT THE SWP3
CONTROLS AND PREPARE AND UPLOAD A WEEKLY CERTIFIED SWP3 INSPECTION REPORT THAT I
NCLUDES THE CONTENTS LISTED IN EXHIBIT 482.951 TO THE MYPERMITNOW.ORG CUSTOMER
PORTAL FOR TRAVIS COUNTY

4. CONSTRUCT SEDIMENT BASIN(S). CONSTRUCT ANY STORM WATER POND(S) FIRST, WHENEVER
APPLICABLE, TO BE FUNCTIONAL AS CONSTRUCTION SEDIMENT BASIN(S) BEFORE GRADING AND
EXCAVATING THE ENTIRE SITE, AS FOLLOWS:
   a. CLEAR, GRUB, AND EXCAVATE ONLY THE SITE AREAS AND CUT AND FILL QUANTITIES
       NECESSARY TO CONSTRUCT THE POND(S) IN ACCORDANCE WITH THESE APPROVED PLANS
       AND THE MINIMUM STANDARDS DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES FOR
       THE TEMPORARY SEDIMENT BASIN EMBANKMENTS, WALLS, INFLOWS, OUTFALLS, DRAINAGE
       CONVEYANCE MEASURES, SEDIMENT CONTROLS, AND STABILIZATION.
   b. REQUEST COUNTY INSPECTION AND OBTAIN COUNTY'S WRITTEN APPROVAL OF THE
       TEMPORARY SEDIMENT BASIN(S) BEFORE PROCEEDING FURTHER IN THE SEQUENCE OF
       CONSTRUCTION. (PRIORITY INSPECTION)

5. CONSTRUCT SUBDIVISION IMPROVEMENTS. BEGIN THE PRIMARY SUBDIVISION CLEARING,
EXCAVATION, AND CONSTRUCTION ACTIVITIES AND CONTINUE THE SWP3 AND ESC PLAN
IMPLEMENTATION AND MAINTENANCE PER THE APPROVED PLANS.

6. ROUGH GRADE STREETS.

7. INSTALL UTILITIES TO BE LOCATED UNDER THE PROPOSED PAVEMENT.

8. BEGIN INSTALLATION OF STORM SEWER LINES.

9. REGRADE STREETS TO SUBGRADE.

10. PERFORM TEMPORARY STABILIZATION IN ALL DISTURBED AREAS THAT HAVE CEASED
CONSTRUCTION ACTIVITIES FOR 14 DAYS OR LONGER.

11. PERFORM PERMANENT SITE STABILIZATION/RE-VEGETATION IMMEDIATELY IN ALL SITE AREAS
AT FINAL PLAN GRADE AND IN ALL SITE AREAS SPECIFIED FOR PHASED RE-VEGETATION.

12. COMPLETE UNDERGROUND UTILITY CROSSINGS ON ALL STREETS.

13. INSTALL CURB AND GUTTER.

14. LAY FINAL BASE COURSE MATERIAL.

15. INSTALL ALL TRAFFIC CONTROL SIGNING, STRIPING, AND PAVEMENT MARKERS.

16. COMPLETE ALL UNDERGROUND INSTALLATIONS WITHIN THE RIGHT-OF-WAY.

17. COMPLETE PERMANENT WATER QUALITY CONTROLS. BEGIN COMPLETION OF PERMANENT
WATER QUALITY CONTROL(S) AND INSTALL THE UNDERDRAIN PER APPROVED PLANS, WHEN
APPLICABLE.
   a. REMOVE CONSTRUCTION SEDIMENT, RE-ESTABLISH THE BASIN SUBGRADE, AND INSTALL
       UNDERDRAIN PIPING.
   b. REQUEST COUNTY INSPECTION AND OBTAIN COUNTY'S WRITTEN APPROVAL OF THE
       UNDERDRAIN PIPING INSTALLATION AND ASSOCIATED CONSTRUCTION MATERIALS
       (AGGREGATE, FILTER MEDIA, ETC.) BEFORE COVERING THE UNDERDRAIN AND PROCEEDING
       WITH CONSTRUCTION OF THE CONTROL. (PRIORITY INSPECTION) .

18. COMPLETE FINAL SITE STABILIZATION INCLUDING STABILIZATION OF ALL DISTURBED
SUBDIVISION LOTS STILL UNDER THE SWP3 AND ESC PLAN OF THE PRIMARY OPERATOR FOR THE
SUBDIVISION STREET AND DRAINAGE CONSTRUCTION.

19. PROVIDE ENGINEER'S CONCURRENCE LETTER THROUGH THE MYPERMITNOW.ORG
CUSTOMER PORTAL FOR TRAVIS COUNTY WHEN CONSTRUCTION IS SUBSTANTIALLY COMPLETE
AND REQUEST A FINAL INSPECTION BY TRAVIS COUNTY.

20. PERFORM A FINAL INSPECTION WITH THE COUNTY AND PREPARE A PUNCH LIST WITH
REMAINING ITEMS THAT NEED TO BE COMPLETED FOR PROJECT ACCEPTANCE.
(PRIORITY INSPECTION)

21. OBTAIN A CERTIFICATE OF COMPLIANCE FOR FINAL STABILIZATION FROM THE COUNTY WHEN
ALL FINAL INSPECTION PUNCH LIST ITEMS ARE FINISHED AND FINAL SITE STABILIZATION AND
REMOVAL OF TEMPORARY SEDIMENT CONTROLS IS COMPLETE. (PRIORITY INSPECTION)
   a.PROVIDE SEPARATE PERMIT DOCUMENTATION FOR ANY SUBDIVISION LOTS NOT STABILIZED
      AS PART OF THE FINAL SUBDIVISION STABILIZATION PLAN, IF NECESSARY - INCLUDING
      SEPARATE COUNTY DEVELOPMENT PERMIT(S), SWP3 NOTICE(S), ESC PLAN(S).
   b.PROVIDE A DEVELOPERS CONTRACT, IF NECESSARY, IF ALL ITEMS ARE COMPLETE EXCEPT
      RE-VEGETATION COVERAGE AND CONDITIONAL ACCEPTANCE IS REQUESTED. REQUEST
      RE-INSPECTION WHEN RE-VEGETATION COVERAGE IS COMPLETE.

22. RECEIVE A CONDITIONAL ACCEPTANCE FROM TRAVIS COUNTY TO BEGIN THE CONSTRUCTION
WARRANTY PERIOD WHEN ALL PUNCH LIST ITEMS ARE COMPLETE. (PRIORITY INSPECTION).

(a) THE PRE-CONSTRUCTION CONFERENCE AND PRE-CONSTRUCTION INSPECTION
REQUIREMENTS OF THIS SECTION APPLY TO EVERY PROJECT FOR WHICH A SWP3 MUST BE
SUBMITTED TO THE COUNTY FOR APPROVAL AND EVERY NON-RESIDENTIAL PROJECT LESS THAN
ONE ACRE WHICH REQUIRES AN ESC PLAN, EXCEPT AS SPECIFIED IN PARAGRAPHS (1) AND (2).
   (1) A PRE-CONSTRUCTION CONFERENCE IS NOT REQUIRED FOR CONSTRUCTION ON A SINGLE
        FAMILY RESIDENTIAL LOT.
   (2) A PRE-CONSTRUCTION CONFERENCE FOR A NON-RESIDENTIAL PROJECT LESS THAN ONE
        ACRE AND SUBJECT TO AN ESC PLAN SHOULD BE CONDUCTED BY AN INSPECTOR QUALIFIED
        IN CONSTRUCTION STORM WATER MANAGEMENT REQUIREMENTS AND IS SUBJECT TO THE
        REQUIREMENTS OF THIS SECTION, EXCEPT THAT WHENEVER A REFERENCE IS MADE TO A
        SWP3, SWP3 INSPECTION, SWP3 REPORT, OR SWP3 PRE-CONSTRUCTION CONFERENCE, IT
        SHALL BE CONSTRUED AS AN ESC PLAN, ESC PLAN INSPECTION, ESC PLAN REPORT, OR ESC
        PLAN PRE-CONSTRUCTION CONFERENCE, RESPECTIVELY.

(b) THE REQUIREMENTS OF THIS SECTION ARE IN ADDITION TO ANY APPLICABLE
PRE-CONSTRUCTION CONFERENCE REQUIREMENTS OF SECTION 482.603(D).

(c) THE OWNER OF A PROJECT OR OWNER REPRESENTATIVE SHALL REQUEST A
PRE-CONSTRUCTION CONFERENCE WITH THE DESIGNATED INSPECTOR BEFORE STARTING
CONSTRUCTION UNDER AN APPROVED SITE PLAN OR SUBDIVISION CONSTRUCTION PLAN.
BEFORE REQUESTING A PRE-CONSTRUCTION CONFERENCE, THE OWNER OR
OWNER'S REPRESENTATIVE SHALL ENSURE THE FIRST PHASE OF THE ESC CONTROLS ARE
INSTALLED IN CONFORMANCE WITH THE APPROVED PLANS, A QUALIFIED INSPECTOR (AS
SPECIFIED IN SECTION 482.934(C)(3)) HAS INSPECTED THE CONTROLS AND VERIFIED
COMPLIANCE WITH THE PLANS, AND AN SWP3 INSPECTION REPORT DOCUMENTING THIS
INFORMATION HAS BEEN SUBMITTED TO THE COUNTY THROUGH THE METHOD SPECIFIED BY THE
INSPECTOR .

(d) THE OWNER OR OWNER'S DESIGNATED REPRESENTATIVE SHALL PROVIDE NOTICE OF THE
SWP3 PRE-CONSTRUCTION CONFERENCE AND A COPY OF THE APPROVED PLANS FOR THE
DEVELOPMENT TO THE FOLLOWING PERSONS OR ENTITIES AT LEAST TWO BUSINESS DAYS
BEFORE THE CONFERENCE:
   (1) PRIMARY OPERATOR WITH OPERATIONAL CONTROL OF THE PLANS AND SPECIFICATIONS;
   (2) TRAVIS COUNTY'S DESIGNATED INSPECTOR(S);
   (3) DESIGN ENGINEER OR REPRESENTATIVE FOR THE APPROVED PLANS AND SWP3;
   (4) CONTRACTOR(S) AND PRIMARY OPERATOR(S) WITH DAY TO DAY OPERATIONAL CONTROL
        OF THE CONSTRUCTION SITE;
   (5) DESIGNATED QUALIFIED INSPECTOR (AS SPECIFIED IN SECTION 482.934(C)(3)) FOR THE
        PRIMARY OPERATOR RESPONSIBLE FOR PREPARING THE SWP3 INSPECTION REPORTS
   (6) MUNICIPAL DEVELOPMENT REVIEW REPRESENTATIVES, AS APPROPRIATE; AND
   (7) AFFECTED UTILITY REPRESENTATIVES.

(e) THE SWP3 PRE-CONSTRUCTION CONFERENCE MAY BE A DISCRETE MEETING OR A SUBSET
OF A LARGER PROJECT PRE-CONSTRUCTION CONFERENCE, BUT MUST INCLUDE AN ON-SITE
INSPECTION AND APPROVAL BY THE INSPECTOR OF THE INSTALLATION OF THE FIRST PHASE OF
THE PROJECT'S EROSION AND SEDIMENT CONTROLS BEFORE THE CONSTRUCTION ACTIVITIES
CAN COMMENCE. THE REQUIRED PREPARATIONS IN ADVANCE OF THE PRE-CONSTRUCTION
CONFERENCE AND THE GENERAL FORMAT, ROLES, AND EXPECTATIONS FOR THE
PRE-CONSTRUCTION CONFERENCE ARE SPECIFIED IN EXHIBIT 482.950 - PRE-CONSTRUCTION
PLANNING AND CONFERENCE FOR SWP3 AND ESC PLAN.

(f) IF THE TRAVIS COUNTY INSPECTOR DETERMINES THAT INSTALLATION OF THE FIRST PHASE
OF A PROJECT'S EROSION AND SEDIMENT CONTROLS HAS NOT OCCURRED, IS SUBSTANTIALLY
INCOMPLETE, OR REQUIRES RE-INSPECTION PRIOR TO ALLOWING CONSTRUCTION TO
COMMENCE, THEN THE OWNER OR OWNER'S DESIGNATED REPRESENTATIVE MUST PAY A
RE-INSPECTION FEE ESTABLISHED BY THE COMMISSIONER'S COURT, PRIOR TO SCHEDULING A
SUBSEQUENT PRE-CONSTRUCTION CONFERENCE AND PRIOR TO ALLOWING CONSTRUCTION TO
COMMENCE.

SEQUENCE OF CONSTRUCTION AND PRIORITY INSPECTIONS -
SUBDIVISION DEVELOPMENT:

PRE- CONSTRUCTION CONFERENCE AND INSPECTION REQUIRED
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I CERTIFY THAT THESE DRAWINGS ARE
COMPLETE, ACCURATE AND ADEQUATE
FOR THEIR INTENDED PURPOSES,
INCLUDING CONSTRUCTION, BUT ARE NOT
AUTHORIZED FOR CONSTRUCTION UNTIL
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SURVEYED
AREA

CONTROL POINT TABLE
POINT NO. NORTHING (GRID) EASTING (GRID) NORTHING (PLAN) EASTING (PLAN) ELEVATION DESCRIPTION

1 10103986.49 3079170.98 10103986.49 3079170.98 944.40 CPS COTTON SPINDLE

2 10103514.95 3079385.69 10103514.90 3079385.71 938.37 CPS COTTON SPINDLE

1. GRID COORDINATE VALUES ARE TEXAS STATE PLANE COORDINATES NAD 83 (2011) EPOCH 2010, CENTRAL ZONE.  THE GRID COORDINATES FOR
CONTROL POINT 1 ARE EQUAL TO THE PLAN COORDINATES (SURFACE DISTANCE COORDINATE VALUES) FOR CONTROL POINT 1 FOR THIS
PROJECT.

2. CONTROLLING MONUMENTS FOR THIS PROJECT ARE POINT 1 AND POINT 2 AND THE GRID COORDINATES FOR BOTH POINTS WERE ESTABLISHED
FROM MEANED MULTIPLE VRS GPS OBSERVATIONS.

3. ELEVATIONS WERE ESTABLISHED UTILIZING MEANED VRS GPS OBSERVATIONS ON CONTROL POINTS.  THE BASIS OF THESE ELEVATIONS ARE
NAVD 88 (GEOID 12A).

4. TEMPORARY BENCHMARK COTTON SPINDLE SET IN POWER POLE APPROX. 2' WEST OF CURB AND NEAR NORTHEAST CORNER OF CITY OF AUSTIN
TRACT AT 9809 GLENLAKE DRIVE. ELEV.: 948.19'

5. THE COMBINED SCALE FACTOR FOR THIS PROJECT IS 0.9999026483

PROP. 4" DI WL-B

NOTES:
DESIGN SURVEY WAS CONDUCTED BY CITY OF AUSTIN PWD/QMD.
QUALITY MANAGEMENT DIVISION
PUBLIC WORKS DEPARTMENT
CITY OF AUSTIN
505 BARTON SPRINGS ROAD, SUITE 760
AUSTIN, TEXAS 78704
CONTACT MARY HAWKINS, R.P.L.S.
 PHONE: (512)974-2661
 EMAIL: Mary.Hawkins@austintexas.gov
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CITY OF AUSTIN - STANDARD NOTES
EROSION AND SEDIMENTATION CONTROL
(MODIFIED FOR USE ON GENERAL PERMIT PROJECTS)

1. THE CONTRACTOR SHALL INSTALL EROSION/SEDIMENTATION CONTROLS AND
TREE/NATURAL AREA PROTECTIVE FENCING PRIOR TO ANY SITE PREPARATION WORK
(CLEARING, GRUBBING, OR EXCAVATION).

2. THE PLACEMENT OF EROSION/SEDIMENTATION CONTROLS SHALL BE IN ACCORDANCE
WITH THE ENVIRONMENTAL CRITERIA MANUAL AND THE APPROVED EROSION AND
SEDIMENTATION CONTROL PLAN.

3. THE PLACEMENT OF TREE/NATURAL AREA PROTECTIVE FENCING SHALL BE IN
ACCORDANCE WITH THE CITY OF AUSTIN STANDARD NOTES FOR TREE AND NATURAL AREA
PROTECTION AND THE APPROVED GRADING/TREE AND NATURAL AREA PLAN.

4. A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD ON-SITE WITH THE CONTRACTOR,
DESIGN ENGINEER, PERMIT APPLICANT, AND GENERAL PERMIT PROGRAM
REPRESENTATIVE AFTER INSTALLATION OF THE EROSION/SEDIMENTATION CONTROLS AND
THE TREE/NATURAL AREA PROTECTION MEASURES AND PRIOR TO BEGINNING ANY SITE
PREPARATION WORK.  THE CONTRACTOR SHALL NOTIFY THE GENERAL PERMIT PROGRAM
OFFICE AT 512/974-6330, AT LEAST 3 DAYS PRIOR TO THE MEETING DATE.

5. ANY SIGNIFICANT VARIATION IN MATERIALS OR LOCATIONS OF CONTROLS OR FENCES
FROM THOSE SHOWN ON THE APPROVED PLANS MUST BE APPROVED BY THE REVIEWING
ENGINEER AND  THE GENERAL PERMIT PROGRAM REPRESENTATIVE.

6. THE CONTRACTOR IS REQUIRED TO INSPECT THE CONTROLS AND FENCES AT DAILY
INTERVALS AND AFTER SIGNIFICANT RAINFALL EVENTS TO INSURE THAT THEY ARE
FUNCTIONING PROPERLY. THE PERSON(S) RESPONSIBLE FOR MAINTENANCE OF CONTROLS
AND FENCES SHALL IMMEDIATELY MAKE ANY NECESSARY REPAIRS TO DAMAGED AREAS.
SILT ACCUMULATION AT CONTROLS MUST BE REMOVED WHEN THE DEPTH REACHES SIX (6)
INCHES.  SILT ACCUMULATION AT INLET DEVICES SHOULD BE REMOVED WHEN THE DEPTH
REACHES TWO (2) INCHES.

7. PRIOR TO FINAL ACCEPTANCE BY THE CITY, HAUL ROADS AND WATERWAY CROSSINGS
CONSTRUCTED FOR TEMPORARY CONTRACTOR ACCESS MUST BE REMOVED,
ACCUMULATED SEDIMENT REMOVED FROM THE WATERWAY AND THE AREA RESTORED TO
THE ORIGINAL GRADE AND REVEGETATED. ALL LAND CLEARING DEBRIS SHALL BE
DISPOSED OF IN APPROVED SPOIL DISPOSAL SITES.

8. ALL WORK MUST STOP IF A VOID IN THE ROCK SUBSTRATE IS DISCOVERED WHICH IS
ONE SQUARE FOOT OR LARGER IN TOTAL AREA, BLOWS AIR FROM WITHIN THE SUBSTRATE,
AND/OR CONSISTENTLY  RECEIVES WATER DURING ANY RAIN EVENT.  AT THIS TIME, IT IS
THE RESPONSIBILITY OF THE PROJECT MANAGER TO IMMEDIATELY CONTACT THE GENERAL
PERMIT PROGRAM REPRESENTATIVE FOR FURTHER INVESTIGATION.

9. FIELD REVISIONS TO THE EROSION/SEDIMENTATION CONTROL PLAN MAY BE REQUIRED
BY THE GENERAL PERMIT PROGRAM REPRESENTATIVE DURING THE COURSE OF
CONSTRUCTION TO CORRECT CONTROL  INADEQUACIES.  ANY REVISIONS TO THE
PERMITTED PLAN MUST BE APPROVED BY THE GENERAL PERMIT PROGRAM OFFICE OF THE
PLANNING AND DEVELOPMENT REVIEW DEPARTMENT.

10. PERMANENT EROSION/SEDIMENTATION CONTROL:  ALL DISTURBED AREAS SHALL BE
RESTORED IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. WHERE THE CRITERIA
MANUAL AND CONTRACT DOCUMENTS DIFFER THE MOST ENVIRONMENTALLY BENEFICIAL
MATERIALS/METHOD SHALL BE REQUIRED UNLESS OTHERWISE APPROVED BY THE
GENERAL PERMIT PROGRAM REPRESENTATIVE.

11. DEVELOPER INFORMATION:

OWNER:       AUSTIN WATER
COMPANY:   CITY OF AUSTIN           
CONTACT:   TIGER DAVIS, P.E.

           
ADDRESS:   625 E. 10TH ST.

                                AUSTIN, TX 78701 

PHONE:        512- 972- 2205
E-MAIL:        TIGER.DAVIS@AUSTINTEXAS.GOV   

          

OWNER'S REPRESENTATIVE RESPONSIBLE FOR PLAN ALTERATIONS:
COMPANY: CITY OF AUSTIN, PUBLIC WORKS DEPT.  

          
CONTACT: THU CAO, PE           
ADDRESS: 505 BARTON SPRINGS RD., SUITE 900

                              AUSTIN, TX 78704           
                

PHONE:     512-974-7167           
E-MAIL:     THU.CAO@AUSTINTEXAS.GOV  

          

PARTY RESPONSIBLE FOR EROSION/SEDIMENTATION CONTROL MAINTENANCE:
COMPANY:       CONTRACTOR           

PARTY RESPONSIBLE FOR TREE/NATURAL AREA PROTECTION MAINTENANCE:
COMPANY:       CONTRACTOR           

12. THE CONTRACTOR SHALL NOT DISPOSE OF SURPLUS EXCAVATED MATERIAL FROM THE
SITE WITHOUT NOTIFYING THE GENERAL PERMIT PROGRAM REPRESENTATIVE, AT 974-6330,
AT LEAST 48 HOURS PRIOR TO THE SPOILS REMOVAL.  THIS NOTIFICATION SHALL INCLUDE
THE DISPOSAL LOCATION AND A COPY OF THE PERMIT ISSUED TO RECEIVE THE MATERIAL.

13. INLET PROTECTION SHALL BE INSTALLED IMMEDIATELY PRIOR TO STREET WORK, AND
WILL BE REMOVED AS SOON AS THE GENERAL PERMIT PROGRAM REPRESENTATIVE
AGREES THAT THERE IS NO POTENTIAL FOR SEDIMENTATION.
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CITY OF AUSTIN
WATERSHED PROTECTION DEPARTMENT

ADOPTED

STANDARD NO.

SILT FENCE

642S-1
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

(24'')

STANDARD SYMBOL
FOR SILT FENCE (SF)

L=

SF

600 mm

150 mm
(6'') MIN.

150 mm
(6'') MIN.

1. STEEL OR WOOD POSTS WHICH SUPPORT THE SILT FENCE SHALL BE INSTALLED ON A SLIGHT
ANGLE TOWARD THE ANTICIPATED RUNOFF SOURCE.  POST MUST BE EMBEDDED A MINIMUM OF
300 mm (12 INCHES). IF WOOD POSTS CANNOT ACHIEVE 300 mm (12 inches) DEPTH, USE STEEL
POSTS.

2. THE TOE OF THE SILT FENCE SHALL BE TRENCHED IN WITH A SPADE OR MECHANICAL
TRENCHER, SO THAT THE DOWNSLOPE FACE OF THE TRENCH IS FLAT AND PERPENDICULAR TO
THE LINE OF FLOW.

3. THE TRENCH MUST BE A MINIMUM OF 150 mm (6 inches) DEEP AND 150 mm (6 inches) WIDE TO
ALLOW FOR THE SILT FENCE FABRIC TO BE LAID IN THE GROUND AND BACKFILLED WITH
COMPACTED MATERIAL.

4. SILT FENCE FABRIC SHOULD BE SECURELY FASTENED TO EACH STEEL OR WOOD SUPPORT
POST OR TO WOVEN WIRE , WHICH IS IN TURN ATTACHED TO THE STEEL OR WOOD FENCE
POST.

5. INSPECTION SHALL BE MADE WEEKLY OR AFTER EACH RAINFALL EVENT AND REPAIR OR
REPLACEMENT SHALL BE MADE PROMPTY AS NEEDED.

6. SILT FENCE SHALL BE REMOVED WHEN THE SITE IS COMPLETELY STABILIZED SO AS NOT TO
BLOCK OR IMPEDE STORM FLOW OR DRAINAGE.

7. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 150 mm (6 inches).  THE
SILT SHALL BE DISPOSED OF ON AN APPROVED SITE AND IN SUCH A MANNER THAT WILL NOT
CONTRIBUTE TO ADDITIONAL SILTATION.

SILT FENCE FABRIC

STEEL OR WOOD FENCE POSTS
MAX. 2.4 m (8') SPACING

2" x 4" WELDED WIRE
BACKING SUPPORT FOR
FABRIC (12.5 GA. WIRE)

FABRIC TOE-IN
TRENCH

(BACKFILLED)

TRENCH CROSS SECTION

APPROVED

STANDARD NO.

FABRIC COVERED (SEVERE SERVICE) ROCK
BERM

N / A
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

TRENCH IN
FABRIC (SEE
SILT FENCE

DETAIL, THIS
SHEET.)

4"-8" DIAMETER
OPEN GRADED ROCK

EXISTING
GRADE

2:1 SIDE
SLOPES

WOVEN WIRE
SHEATHING OR
CHAIN LINK
FENCE FABRIC

GEOTEXTILE FABRIC
SECURE TO WIRE

ON UPHILL END

2
1

1
12' HIGH

NOTES:

1. USE ONLY OPEN GRADED ROCK, 4-8 INCH DIAMETER, FOR STREAM FLOW CONDITION.
USE OPEN GRADED ROCK, 3-5 INCH DIAMETER, FOR OTHER CONDITIONS.

2. ROCK BERM SHALL BE SECURED WITH A WOVEN WIRE SHEATHING HAVING MAXIMUM 1 INCH
OPENING AND MINIMUM WIRE DIAMETER OF 20 GAUGE.

3. ROCK BERM SHALL BE INSPECTED WEEKLY OR AFTER EACH RAIN, AND THE STONE AND/OR
FABRIC CORE-WOVEN WIRE SHEATHING SHALL BE REPLACED WHEN THE STRUCTURE CEASES TO
FUNCTION AS INTENDED, DUE TO SILT ACCUMULATION AMONG THE ROCKS, WASHOUT,
CONSTRUCTION TRAFFIC DAMAGE, ETC.

4. WHEN SILT REACHES A DEPTH EQUAL TO ONE-THIRD THE HEIGHT OF THE BERM OR ONE FOOT,
WHICHEVER IS LESS, THE SILT SHALL BE REMOVED AND DISPOSED OF IN AN APPROVED SITE AND IN
A MANNER AS TO NOT CREATE A SILTATION PROBLEM.

5. DAILY INSPECTION SHALL BE MADE ON SEVERE SERVICE ROCK BERMS; SILT SHALL BE REMOVED
WHEN ACCUMULATION REACHES 6 INCHES.

6. WHEN SITE IS COMPLETELY STABILIZED, THE BERM AND ACCUMULATED SILT SHALL BE REMOVED
AND DISPOSED OF IN AN APPROVED MANNER.

CITY OF AUSTIN
WATERSHED PROTECTION DEPARTMENT

ADOPTED

STANDARD NO.

FILTER DIKE CURB INLET PROTECTION

628S-2
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

NOTES:
1. MATERIAL- THE FABRIC MUST CORRESPOND TO THE FOLLOWNG REQUIREMENTS:

2. THIS MATERIAL SHOULD HAVE A MAXIMUM EXPECTED USEFUL LIFE OF APPROXIMATELY
EIGHTEEN (18) MONTHS. THE INLET PROTECTION DEVICES SHOULD BE CONSTRUCTED IN A
MANNER THAT WlLL FACILITATE CLEAN OUT AND DISPOSAL OF TRAPPED SEDIMENT WILE
MINIMIZING INTERFERENCE WITH CONSTRUCTION ACTIVITIES. THEY SHOULD ALSO BE
CONSTRUCTED SUCH THAT ANY PONDING OF STORM WATER WILL NOT CAUSE EXCESSIVE
R.O.W. FLOODING (I.E.< 4 INCHES OF STANDING WATER) OR DAMAGE TO THE STRUCTURE OR
ADJACENT AREAS.

3. COVERAGE -THE FABRIC / WIRE SHOULD COMPLETELY COVER THE OPENING OF THE INLET AND
DEVICES SHOULD BE INSTALLED WITHOUT PROTRUDING PARTS THAT COULD BE A TRAFFIC,
WORKER, OR PEDESTRIAN HAZARD. WHERE SECTIONS OF THE FABRIC OVERLAP, THEY SHALL
OVERLAP AT LEAST THREE (3) INCHES.

4. THE INLET FILTER SHALL BE ATTACHED IN A WAY THAT THEY CAN EASILY BE REMOVED AND ARE
NOT SECURED OR ATTACHED BY THE USE OF SAND BAGS. THE INLET FILTER MUST BE REMOMD
UPON COMPLETION OF WORK. IF REMOVAL DAMAGES THE CONCRETE CURB, THE CURB MUST
BE REPAIRED IMMEDIATELY.

5. DAILY INSPECTION SHALL BE MADE BY THE CONTRACTOR AND SILT ACCUMULATION MUST BE
REMOVED WHEN THE DEPTH REACHES 50 MM (2 INCHES) INCHES OR ONE-THIRD THE HEIGHT OF
THE INLET THROAT, AND DISPOSED OF IN A MANNER WHICH WILL NOT CAUSE ADDITIONAL
SILTATION.

6. CONTRACTOR SHALL MONITOR THE PERFORMANCE OF INLET PROTECTION DURING EACH
RAINFALL EVENT AND IMMEDIATELY REMOVE THE INLET PROTECTIONS IF THE STORMWATER
BEGINS TO OVERTOP THE CURB.

7. INLET PROTECTIONS SHALL BE REMOVED AS SOON AS THE SOURCE OF SEDIMENT HAS
ACHIEVED FINAL STABILIZATION CONDITIONS.

PROPERTY ASTM TEST
METHOD REQUIREMENTS

FABRIC WEIGHT D 3776 ≥ 3.0 OUNCES / SQUARE YARD

ULTRAVIOLET (UV) RADIATION
STABILITY D 4355 70% STRENGTH RETAINED MIN., AFTER

500 HOURS IN XENON ARC DEVICE

MUUEN BURST STRENGTH D 3786 ≥ 120 POUND PER SQUARE INCH

WATER FLOW RATE D 4491 ≥ 275 GALLONS / MINUTE / SQUARE FEET

CITY OF AUSTIN
WATERSHED PROTECTION DEPARTMENT

ADOPTED

STANDARD NO.

MULCH SOCK

648S-1
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

4 FT SPACING
(BOTH SIDES)

NOTES:

1. STEEL OR WOOD POSTS WHICH SUPPORT THE MULCH SOCK SHALL BE INSTALLED ON A SLIGHT
ANGLE TOWARD THE ANTICIPATED RUNOFF SOURCE.  POST MUST BE EMBEDDED A MINIMUM OF
600mm (24 inches).  IF WOOD POSTS CANNOT ACHIEVE 600mm (24 inches) DEPTH, USE STEEL
POSTS. EARTH ANCHORS ARE ALSO ACCEPTABLE.

2. THE TOE OF THE MULCH SOCK SHALL BE PLACED SO THAT THE MULCH SOCK IS FLAT AND
PERPENDICULAR TO THE LINE OF FLOW.  IN ORDER TO PREVENT WATER FROM FLOWING
BETWEEN THE JOINTS OF ADJACENT ENDS OFMULCH SOCKS, LAP THE ENDS OF ADJACENT
MULCH SOCKS A MINIMUM OF 300mm (12 inches).

3. MULCH MATERIAL MUST BE FREE OF REFUSE, PHYSICAL CONTAMINANTS, AND MATERIAL TOXIC
TO PLANT GROWTH; IT IS NOT ACCEPTABLE FOR THE MULCH MATERIAL TO CONTAIN GROUND
CONSTRUCTION DEBRIS, BIOSOLIDS, OR MANURE.

4. SOCK MATERIAL WILL BE 100% BIODEGRADABLE, PHOTODEGRADABLE, OR RECYCLABLE SUCH
AS BURLAP, TWINE, UV PHOTOBIODEGRADABLE PLASTIC, POLYESTER, OR ANY OTHER
ACCEPTABLE MATERIAL.

5. MULCH SOCKS SHOULD BE USED AT THE BASE OF SLOPES NO STEEPER THAN 2:1 AND SHOULD
NOT EXCEED THE MAXIMUM SPACING CRITERIA PROVIDED IN CITY OF AUSTIN ENVIRONMENTAL
CRITERIA MANUAL TABLE 1.4.5.F.1 FOR A GIVEN SLOPE CATEGORY.

6. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 150mm (6 inches).  THE
SILT SHALL BE DISPOSED OF ON AN APPROVED SITE AND IN SUCH A MANNER THAT WILL NOT
CONTRIBUTE TO ADDITIONAL SILTATION.

DIRECTION OF
FLOW

MINIMUM 12" (300 mm)
OVERLAP DO NOT

STACK MULCH SOCKS

MULCH SOCK

MULCH SOCK

POSTS

MULCH SOCK MATERIAL

USE UNTREATED WOOD CHIPS PRODUCED FROM A 3 (THREE)
INCH MINUS SCREENING PROCESS (EQUIVALENT TO TXDOT
ITEM 161, COMPOST, SECTION 1.6.2.B, WOOD CHIP
REQUIREMENTS).

MULCH CONSISTS PRIMARILY OF ORGANIC MATERIAL,
SEPARATED AT THE POINT OF GENERATION, AND MAY
INCLUDE: SHREDDED BARK, STUMP GRINDINGS, OR
COMPOSTED BARK.

LARGE PORTIONS OF SILT, CLAYS, OR FINE SANDS ARE NOT
ACCEPTABLE IN THE MULCH.

ANCHOR
POSTS OR
EARTH
ANCHORS

PLACE
ADDITIONAL
MULCH MATERIAL
TO FILL SEAM
BETWEEN THE
SOCK AND THE
GROUND

MULCH MATERIAL

CITY OF AUSTIN
WATERSHED PROTECTION DEPARTMENT

ADOPTED

STANDARD NO.

ROCK BERM

639S-1
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

2
1 450 mmFLOW

RB

600 mm
(2') MIN.

450 mm
(18'') MIN.

600 mm
(24'') MIN.

100 mm
(4'')

(18'') MIN.

WOVEN WIRE SHEATHING

NOTES:
1. USE ONLY OPEN GRADED ROCK 75 to 125 mm (3 to 5'') DIAMETER FOR ALL CONDITIONS.

2. THE ROCK BERM SHALL BE SECURED WITH A WOVEN WIRE SHEATHING HAVING MAXIMUM 25 mm
(1'') OPENING AND MINIMUM WIRE DIAMETER OF 12.9 mm (20 GAUGE).

3. THE ROCK BERM SHALL BE INSPECTED DAILY OR AFTER EACH RAIN, AND THE   STONE AND/OR
FABRIC CORE-WOVEN SHEATHING SHALL BE REPLACED WHEN THE   STRUCTURE CEASES TO
FUNCTION AS INTENDED, DUE TO SEDIMENT ACCUMULATION AMONG THE ROCKS, WASHOUT,
CONSTRUCTION TRAFFIC DAMAGE, ETC.

4. IF SEDIMENT REACHES A DEPTH EQUAL TO ONE-THIRD THE HEIGHT OF THE BERM OR 150 mm
(6''), WHICHEVER IS LESS,  THE SEDIMENT SHALL BE REMOVED AND DISPOSED OF ON AN
APPROVED SITE AND IN A MANNER THAT WILL NOT CREATE A SEDIMENTION PROBLEM.

5. WHEN THE SITE IS COMPLETELY STABILIZED,THE BERM AND ACCUMULATED SEDIMENT SHALL
BE REMOVED AND DISPOSED OF IN AN APPROVED MANNER.

ROCK BERM

CROSS SECTION

STANDARD SYMBOL
FOR ROCK BERM (RB)

CITY OF AUSTIN
WATERSHED PROTECTION DEPARTMENT

ADOPTED

STANDARD NO.

STABILIZED CONSTRUCTION ENTRANCE

641S-1
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

R.O.W.

15 m
(50') MIN.

200 mm
(8'') MIN.

15 m
(50') MIN.

NOTES:
1. STONE SIZE: 75-125 mm (3-5'') OPEN GRADED ROCK.
2. LENGTH: AS EFFECTIVE BUT NOT LESS THAN 15 m (50').
3. THICKNESS: NOT LESS THAN 200 mm (8'').
4. WIDTH: NOT LESS THAN FULL WIDTH OF ALL POINTS OF INGRESS/EGRESS.
5. WASHING: WHEN NECESSARY, VEHICLE WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT

PRIOR TO ENTRANCE ONTO PUBLIC ROADWAY.  WHEN WASHING IS REQUIRED, IT SHALL BE
DONE ON AN AREA STABILIZED WITH CRUSHED STONE AND DRAINS INTO AN APPROVED TRAP
OR SEDIMENT BASIN.  ALL SEDIMENT SHALL BE PREVENTED FROM ENTERING ANY STORM
DRAIN, DITCH OR WATERCOURSE USING APPROVED METHODS.

6. MAINTENANCE: THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT
TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC ROADWAY.  THIS MAY REQUIRE PERIODIC
TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND, AS WELL AS REPAIR AND
CLEAN OUT OF ANY MEASURE DEVICES USED TO TRAP SEDIMENT. ALL SEDIMENTS THAT IS
SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC ROADWAY MUST BE REMOVED
IMMEDIATELY.

7. DRAINAGE: ENTRANCE MUST BE PROPERLY GRADED OR INCORPORATE A DRAINAGE SWALE TO
PREVENT RUNOFF FROM LEAVING THE CONSTRUCTION SITE.

GRADE TO PREVENT RUNOFF
FROM LEAVING SITEEXISTING GRADE

ROADWAY

PROVIDE APPROPRIATE TRANSITION
BETWEEN STABILIZED CONSTRUCTION
ENTRANCE AND PUBLIC RIGHT-OF-WAY

PROFILE

PLAN VIEW

CITY OF AUSTIN
WATERSHED PROTECTION DEPARTMENT

ADOPTED

STANDARD NO.

TRIANGULAR SEDIMENT FILTER DIKE

628S
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

FLOW

STANDARD SYMBOL
TFD

FLOW
FLOW

300 mm
(12'')

600 mm
(2')

FABRIC
TOE-IN

450 mm 150 mm
(6'')

150 mm
(6'')

450 mm
(18'') (18'')

TRENCHED
IN 100 mm
(4'')

450 mm
(18'')

GENERAL NOTES
1. DIKES SHALL BE PLACED IN A ROW WITH ENDS TIGHTLY ABUTTING THE ADJACENT DIKE.

NOTE:
FILTER FABRIC SHALL ENTIRELY
COVER DIKE AND SKIRT.

150 mm X 150 mm
(6'' X 6'' ) WIRE
MESH STRUCTURE INSTALLATION DETAIL OPTIONS:

1. TOE-IN 150 mm (6'')  MINIMUM.
2. WEIGHTED WITH 75 mm-125 mm

(3''-5'') OPEN.
3. TRENCHED IN 100 mm (4'').
4. CONTINUOUS BACKING/PLANKS

ON IMPERVIOUS SURFACES.

GEOTEXTILE FABRIC

CUT AWAY OF
FILTER FABRIC

150 mmX25 mmX150 mm
(6''X1''X6'') ANCHORS EVERY
600 mm (2')

ADDITIONAL EROSION/SEDIMENTATION CONTROL FOR WORK
IN PAVED AREAS FOR GENERAL PERMIT PROGRAM PROJECTS

NOTES:
1. THE TEMPORARY SPOILS/STOCKPILE STORAGE AREA AND STAGING AREA MAY BE LOCATED

DIRECTLY ADJACENT TO THE EXCAVATION AND ON THE PAVEMENT.
2. ANY SPOIL NOT INTENDED TO BE REUSED WILL BE HAULED TO AN APPROVED OR PERMITTED

DISPOSAL SITE DAILY.
3. INSTALL TRIANGULAR SEDIMENT FILTER DIKE (DETAIL 628S) ACROSS FULL WIDTH OF TRAFFIC

CLOSURE AND DOWNSTREAM OF CONSTRUCTION AREA, PERPENDICULAR TO CURB AND
PLACED TO EFFECTIVELY CATCH AND CONTAIN SEDIMENT LADEN RUNOFF FROM THE
EXCAVATED AREA.  FILTER DIKE TO FOLLOW ACTIVE CONSTRUCTION. REMOVING AND
RE-SETTING FILTER DIKE IS CONSIDERED SUBSIDIARY TO BARRICADES AND TRAFFIC HANDLING.

EDGE OF
PROPOSED EXCAVATION

EXISTING PAVING

20 LB SANDBAGS
@ 2' O.C.

EXISTING CURB
AND GUTTER

TRIANGULAR
FILTER DIKE
(CoA STD. 628S)

TEMPORARY
SPOILS AND/OR

STOCKPILE

RUN-OFF FLOW
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GENERAL PERMIT PROGRAM (GPP)
STANDARD ENVIRONMENTAL NOTES:

ADDITIONAL AREAS:

1. ANY ADDITIONAL AREAS REQUIRED FOR CONSTRUCTION OF THIS PROJECT SHALL BE
THE SOLE RESPONSIBILITY OF THE CONTRACTOR. CONTRACTOR MUST SECURE CITY OF
AUSTIN APPROVAL OF PROPOSED ADDITIONAL AREAS PRIOR TO USE.  APPROVAL OF
"CORRECTION REQUEST" MUST BE SECURED FROM THE GENERAL PERMIT PROGRAM OFFICE
OF THE PLANNING AND DEVELOPMENT REVIEW DEPARTMENT.

2. ALL ASSOCIATED PERMITS AND FEES SHALL BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR.

3. IN ORDER TO SECURE APPROVAL FOR USE OF ADDITIONAL AREAS, CONTRACTOR MUST
PROVIDE COMPLETE "CORRECTION REQUEST" SUBMITTAL TO GENERAL PERMIT PROGRAM
OFFICE AND ALLOW A ONE WEEK COMMENT PERIOD FOR EACH REVIEW.  CONTRACTOR
SHOULD REQUEST INFORMATION ON THE ELEMENTS REQUIRED TO BE INCLUDED IN THE
SUBMITTAL FROM THE OWNER'S REPRESENTATIVE OR THE GENERAL PERMIT PROGRAM
OFFICE.

4. CONTRACTOR MUST INSTALL AND MAINTAIN EROSION/SEDIMENTATION CONTROLS AND
TREE PROTECTION FOR ALL SUCH AREAS IN ACCORDANCE WITH THE CITY OF AUSTIN
ENVIRONMENTAL CRITERIA MANUAL AND AS INCLUDED IN THE APPROVED SUBMITTAL OR
DIRECTED IN THE FIELD BY THE GENERAL PERMIT PROGRAM REPRESENTATIVE.

5. A SIGNED COPY OF THE PLANS PERMITTED THROUGH THE GENERAL PERMIT PROGRAM
MUST BE KEPT ON SITE AND ACCESSIBLE AT ALL TIMES DURING PROJECT CONSTRUCTION.

DEWATERING:

CONTRACTOR IS RESPONSIBLE FOR DEWATERING OF WORK AREA. CONTRACTOR MUST
SECURE CITY OF AUSTIN APPROVAL OF PROPOSED DEWATERING PROCEDURES PRIOR TO
INSTALLATION OR USE.  APPROVAL MUST BE SECURED FROM THE GENERAL PERMIT
PROGRAM (GPP) OFFICE OF THE PLANNING AND DEVELOPMENT REVIEW DEPARTMENT.
CONTRACTOR MUST PROVIDE COMPLETE SUBMITTAL TO GPP OFFICE AND ALLOW AN ONE
WEEK (MIN.) COMMENT PERIOD FOR EACH REVIEW.  CONTACT THE GPP OFFICE FOR
SUBMITTAL REQUIREMENTS.

FUEL STORAGE:

FUEL STORAGE IS PROHIBITED ON THIS PROJECT.  ADDITIONALLY, THE CONTRACTOR IS
REQUIRED TO NOTIFY THE GENERAL PERMIT PROGRAM OFFICE IMMEDIATELY FOLLOWING
ANY SPILL OF FUEL OR OTHER TOXIC MATERIAL.  CONTRACTOR IS REQUIRED TO FOLLOW-UP
WITH WRITTEN DOCUMENTATION, INCLUDING A COMPLETE DESCRIPTION OF THE INCIDENT,
MATERIAL SPILLED, AND ACTIONS TAKEN TO CONTAIN AND CLEAN-UP MATERIAL.

FUGITIVE DUST CONTROL:

ALL PROJECTS APPROVED THROUGH THE GENERAL PERMIT PROGRAM (GPP) MUST COMPLY
WITH THE CODE OF THE CITY OF AUSTIN AND THE ENVIRONMENTAL CRITERIA MANUAL
REQUIREMENTS TO CONTROL AIRBORNE DUST.  COMPLIANCE IS REQUIRED FOR ENTIRE
PROJECT SITE AS WELL AS ASSOCIATED OPERATIONS.  CONTACT THE GPP OFFICE FOR
RECOMMENDED CONTROL METHODS.

SPOILS STORAGE:

NO SPOILS STORAGE IS ALLOWED WITHIN A CRITICAL WATER QUALITY ZONE, A 100-YEAR
FLOODPLAIN, OR ON A SLOPE WITH A GRADIENT OF MORE THAN 15 PERCENT.

E/S CONTROLS FOR BORE / RECEIVING PIT LOCATIONS:

TEMPORARY E/S CONTROLS MUST SURROUND THE ENTIRETY OF BORING OPERATIONS,
INCLUDING PIT, EQUIPMENT, ETC. FOR LOCATIONS WITHIN IMPERVIOUS AREAS, TEMPORARY
CONTROL WILL BE TRIANGULAR FILTER DIKE (COA STANDARD DETAIL #628S).  DIKE FLAP WILL
BE CONTINUOUSLY WEIGHTED DOWN THROUGH THE USE OF 1" BY 4" WOOD STRIPS NAILED
TO THE PAVEMENT, EXCEPT FOR THE ACCESS POINT.  PLACEMENT OF TEMPORARY E/S
CONTROLS ACROSS ACCESS POINT WILL BE REQUIRED WHENEVER THE SITE IS NOT
ACTIVELY USED. FOR LOCATIONS WITHIN PERVIOUS AREAS, TEMPORARY CONTROL WILL BE
SILT FENCE (COA STANDARD DETAIL #642S-1) OR MULCH SOCKS (COA STANDARD DETAIL
#648S-1), AS INDICATED ON APPROVED PLANS.

SOIL RETENTION BLANKET:

UNLESS OTHERWISE INDICATED IN THE PROJECT DOCUMENTS, INSTALLATION OF SOIL
RETENTION BLANKET WILL BE REQUIRED FOR ALL IMPACTED SLOPES GREATER THAN 3:1
AND ALL IMPACTED AREAS WITHIN DRAINAGE CONVEYANCES.  (CITY OF AUSTIN STANDARD
SPECIFICATION ITEM 605S)  SOIL RETENTION BLANKET SUBMITTAL MUST BE APPROVED BY
PROJECT ENGINEER AND GENERAL PERMIT PROGRAM (GPP) REPRESENTATIVE PRIOR TO
USE AND MUST INCLUDE PRODUCT AND INSTALLATION DETAILS PROVIDED BY
MANUFACTURER.  FINISH GRADING MUST BE INSPECTED AND APPROVED BY GPP INSPECTOR
PRIOR TO BLANKET INSTALLATION.  INSTALLATION MUST BE IN ACCORDANCE WITH
MANUFACTURER'S RECOMMENDATIONS AND MUST BE INSPECTED AND APPROVED BY GPP
REPRESENTATIVE PRIOR TO ACCEPTANCE.

SOD INSTALLATION:

REVEGETATION WITHIN MANAGED TURF AREAS MUST BE ACCOMPLISHED THROUGH THE
INSTALLATION OF SOLID BLOCK GRASS SOD.  SOD TYPE MUST MATCH ADJACENT GRASS
TYPE.  QUESTIONS REGARDING SOD TYPE WILL BE RESOLVED BY THE GENERAL PROGRAM
PERMIT REPRESENTATIVE.  REFER TO CITY OF AUSTIN STANDARD SPECIFICATION ITEM NO.
602S:  SODDING FOR EROSION CONTROL, UNLESS OTHERWISE NOTED ON THE APPROVED
PLANS.

TxDOT RIGHTS-OF-WAY:

TOPSOIL (TxDOT ITEM NO. 160), SOIL RETENTION BLANKET (TxDOT ITEM NO. 169), AND
REVEGETATION (TxDOT ITEM NO. 164) INSTALLED WITHIN TEXAS DEPARTMENT OF
TRANSPORTATION (TxDOT) RIGHT-OF-WAY SHALL COMPLY WITH "REQUIREMENTS FOR
INSTALLATION OF UTILITIES WITHIN THE STATE RIGHT-OF-WAY, AUSTIN DISTRICT".

CITY OF AUSTIN - STANDARD NOTES
TREE AND NATURAL AREA PROTECTION
(MODIFIED FOR USE ON GENERAL PERMIT PROJECTS)

PROJECT SEQUENCE:
(REFER TO FULL PLAN SET FOR PROJECT-SPECIFIC ADDITIONS, IF APPLICABLE.)

PRIOR TO CONSTRUCTION:

1. SECURE APPLICABLE COA PERMITS, INCLUDING APPROVAL UNDER GENERAL PERMIT
PROGRAM AND RIGHT-OF-WAY EXCAVATION PERMIT.

2. NOTIFY GENERAL PERMIT PROGRAM REPRESENTATIVE PRIOR TO PLACEMENT OF E/S
CONTROLS AND TREE PROTECTION FENCING.  ALL PROPOSED PHASING OF CONTROLS MUST BE
SUBMITTED TO AND APPROVED BY THE GENERAL PERMIT PROGRAM REPRESENTATIVE PRIOR
TO THE FIELD PRE-CONSTRUCTION CONFERENCE.

3. NOTIFY COA TEMPORARY TRAFFIC CONTROL REPRESENTATIVE PRIOR TO PLACEMENT OF
TEMPORARY TRAFFIC CONTROLS.  ALL PROPOSED PHASING OF CONTROLS MUST BE INDICATED
ON APPROVED TEMPORARY TRAFFIC CONTROL PLAN AND SEALED BY PROFESSIONAL
ENGINEER.

4. PLACE TEMPORARY E/S CONTROLS AND TREE PROTECTION FENCING PRIOR TO BEGINNING
ANY EXCAVATION.  INSTALL C.I.P. SIGN, IF APPLICABLE.

5. HOLD ENVIRONMENTAL PRE-CONSTRUCTION CONFERENCE ON SITE WITH THE
CONTRACTOR, OWNER'S REPRESENTATIVE,  AND GENERAL PERMIT PROGRAM REPRESENTATIVE
AFTER INSTALLATION OF E/S CONTROLS AND TREE PROTECTION FENCING AND PRIOR TO ANY
TRENCHING OPERATIONS.

6. PLACE TEMPORARY TRAFFIC CONTROL DEVICES.

PROJECT CONSTRUCTION:

1. BEGIN CONSTRUCTION.  NOTIFY GENERAL PERMIT PROGRAM REPRESENTATIVE A MINIMUM
OF 48 HOURS IN ADVANCE OF TRANSITION BETWEEN PHASES.

2. CONTACT GENERAL PERMIT OFFICE TO SCHEDULE FIELD INSPECTION PRIOR TO BEGINNING
INSTALLATION OF PERMANENT E/S CONTROLS.

3. COMPLETE RESTORATION OF ALL AREAS DISTURBED BY CONSTRUCTION ACTIVITIES FOR
THIS PROJECT.  (PERMANENT E/S CONTROLS)

4. REMOVE TEMPORARY TRAFFIC CONTROL DEVICES RELATED TO WORK AREAS OUTSIDE OF
THE STREET.

5. HOLD ENVIRONMENTAL POST-CONSTRUCTION CONFERENCE ON SITE WITH THE
CONTRACTOR, OWNER'S REPRESENTATIVE, AND GENERAL PERMIT PROGRAM REPRESENTATIVE.
ALL PERMANENT E/S CONTROLS MUST BE ACCEPTED BY THE GENERAL PERMIT PROGRAM
REPRESENTATIVE.  PERMANENT CONTROLS SHALL CONSIST OF REVEGETATION PER DETAILS
602, 604S, AND 609S AS INDICATED ON APPROVED PLANS.

6. FOLLOWING FINAL ACCEPTANCE OF PERMANENT E/S CONTROLS BY THE GENERAL PERMIT
PROGRAM REPRESENTATIVE, REMOVE TEMPORARY E/S CONTROLS.  CLEAN EXISTING STORM
DRAINAGE SYSTEMS AS NECESSARY DUE TO CONSTRUCTION OPERATIONS.

7. DRESS-UP AND RESTORE ANY AREAS DISTURBED BY REMOVAL OF TEMPORARY E/S
CONTROLS DESCRIBED ABOVE.

REQUIRED SUBMITTALS:

SUBMITTALS REQUIRED TO BE APPROVED BY GENERAL PERMIT PROGRAM REPRESENTATIVE
INCLUDE:  SUBMITTALS TRIGGERED BY CITY OF AUSTIN SERIES 600 SPECIFICATIONS AND
RELATED SPECIAL PROVISIONS/SPECIFICATIONS, CONSTRUCTION SCHEDULE, TREE
PROTECTION, P-6 AND OTHER ROOT ZONE PROTECTION/MITIGATION MEASURES, DEWATERING
PLAN, WATERING SCHEDULE FOR REVEGETATION AREAS, AND ANY VEGETATIVE REPLACEMENT
PROPOSALS, IF NOT ALREADY PART OF THE PERMITTED PLAN SET.

1. ALL TREES AND NATURAL AREAS SHOWN ON PLAN TO BE PRESERVED  SHALL BE
PROTECTED DURING CONSTRUCTION WITH TEMPORARY MEASURES.

2. PROTECTIVE MEASURES SHALL BE INSTALLED ACCORDING TO CITY OF AUSTIN STANDARDS
FOR TREE PROTECTION.

3. PROTECTIVE MEASURES SHALL BE INSTALLED PRIOR TO THE START OF ANY SITE
PREPARATION WORK (CLEARING, GRUBBING OR GRADING), AND SHALL BE MAINTAINED
THROUGHOUT ALL PHASES  OF THE PROJECT.

4. EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSTALLED OR MAINTAINED
IN A MANNER WHICH DOES NOT RESULT IN SOIL BUILD-UP, COMPACTION OR CUTTING OF
CRITICAL ROOT ZONE WITHIN TREE DRIP LINES.

5. TREE PROTECTION SHALL COMPLETELY SURROUND THE TREES OR GROUP OF TREES AND
WILL BE LOCATED AT THE OUTERMOST LIMIT OF BRANCHES (DRIP LINE). FOR NATURAL AREAS,
PROTECTIVE MEASURES SHALL FOLLOW THE LIMIT OF CONSTRUCTION LINE, IN ORDER TO
PREVENT THE FOLLOWING:

A. SOIL COMPACTION IN THE ROOT ZONE AREA RESULTING FROM VEHICULAR TRAFFIC
OR STORAGE OF EQUIPMENT OR MATERIALS;

B. ROOT ZONE DISTURBANCES DUE TO GRADE CHANGES (GREATER THAN 6 INCHES CUT OR
FILL) OR TRENCHING NOT REVIEWED AND AUTHORIZED BY THE GENERAL PERMIT
PROGRAM OFFICE OF THE PLANNING AND DEVELOPMENT REVIEW DEPARTMENT;

C. WOUNDS TO EXPOSED ROOTS, TRUNK OR LIMBS BY MECHANICAL EQUIPMENT;
D. OTHER ACTIVITIES DETRIMENTAL TO TREES SUCH AS CHEMICAL STORAGE, CEMENT TRUCK

CLEANING, AND FIRES.

6. EXCEPTIONS TO INSTALLING PROTECTIVE FENCES AT CRITICAL ROOT ZONES MAY BE
PERMITTED IN THE FOLLOWING CASES:

A. WHERE THERE IS TO BE AN APPROVED GRADE CHANGE, IMPERMEABLE PAVING SURFACE,
TREE WELL, OR OTHER SUCH SITE DEVELOPMENT, ERECT THE FENCE APPROXIMATELY 2
FEET BEYOND THE AREA DISTURBED;

B. WHERE PERMEABLE PAVING IS TO BE INSTALLED, ERECT THE FENCE AT THE OUTER LIMITS
OF THE PERMEABLE PAVING AREA;

C. WHERE TREES ARE CLOSE TO PROPOSED BUILDINGS, ERECT THE FENCE NO CLOSER THAN
6 FEET TO THE BUILDING;

D. WHERE THERE ARE SEVERE SPACE CONSTRAINTS DUE TO TRACT SIZE, OR OTHER SPECIAL
REQUIREMENTS, CONTACT THE GENERAL PERMIT PROGRAM OFFICE AT 974-6330 TO
DISCUSS ALTERNATIVES.

SPECIAL NOTE:  FOR THE PROTECTION OF NATURAL AREAS, NO EXCEPTIONS TO INSTALLING
FENCES AT THE LIMIT OF CONSTRUCTION LINE WILL BE PERMITTED.

WHERE ANY OF THE ABOVE EXCEPTIONS RESULT IN A FENCE 5 FEET OR CLOSER TO A TREE
TRUNK, PROTECT THE TRUNK WITH STRAPPED-ON PLANKING TO A HEIGHT OF 8 FEET (OR TO THE
LIMITS OF LOWER BRANCHING) IN ADDITION TO THE REDUCED FENCING.

7. WHERE ANY OF THE ABOVE EXCEPTIONS RESULT IN AREAS OF UNPROTECTED ROOT ZONES,
THOSE AREAS SHOULD BE COVERED WITH 12 INCHES OF ORGANIC MULCH TO MINIMIZE SOIL
COMPACTION DURING CONSTRUCTION.  FILTER FABRIC UNDERLAYMENT MAY BE REQUIRED AT
DIRECTION OF GENERAL PERMIT PROGRAM REPRESENTATIVE BASED ON SITE CONDITIONS AND
CONSTRUCTION ACTIVITIES.  MAXIMUM FOUR (4) INCHES DEPTH MAY BE LEFT IN PLACE AFTER
CONSTRUCTION WITH APPROVAL FROM THE GENERAL PERMIT PROGRAM REPRESENTATIVE.

8. ALL GRADING WITHIN PROTECTED ROOT ZONE AREAS SHALL BE DONE BY HAND OR WITH
SMALL EQUIPMENT TO MINIMIZE ROOT DAMAGE. PRIOR TO GRADING, RELOCATE PROTECTIVE
FENCES TO 2 FEET BEHIND THE GRADE CHANGE AREA.

9. ANY ROOTS EXPOSED BY CONSTRUCTION ACTIVITY SHALL BE PRUNED FLUSH WITH THE
SOIL. BACKFILL ROOT AREAS WITH GOOD QUALITY TOP SOIL AS SOON AS POSSIBLE. IF EXPOSED
ROOT AREAS ARE NOT BACKFILLED WITHIN 2 DAYS, COVER THEM WITH ORGANIC MATERIAL IN A
MANNER WHICH REDUCES SOIL TEMPERATURE AND MINIMIZES WATER LOSS DUE TO
EVAPORATION.

10. PRIOR TO EXCAVATION OR GRADE CUTTING WITHIN TREE DRIPLINES, MAKE A CLEAN CUT
BETWEEN THE DISTURBED AND UNDISTURBED ROOT ZONES WITH A ROCK SAW OR SIMILAR
EQUIPMENT TO MINIMIZE DAMAGE TO REMAINING ROOTS.

11. TREES MOST HEAVILY IMPACTED BY CONSTRUCTION ACTIVITIES SHOULD BE WATERED
DEEPLY ONCE A WEEK DURING PERIODS OF HOT, DRY WEATHER. TREE CROWNS SHOULD BE
SPRAYED WITH WATER PERIODICALLY TO REDUCE DUST ACCUMULATION ON THE LEAVES.

12. ANY TRENCHING REQUIRED FOR THE INSTALLATION OF LANDSCAPE IRRIGATION SHALL BE
PLACED AS FAR FROM EXISTING TREE TRUNKS AS POSSIBLE.

13. NO LANDSCAPE TOPSOIL DRESSING GREATER THAN 4 INCHES SHALL BE PERMITTED WITHIN
THE DRIPLINE OF TREES.  NO SOIL IS PERMITTED ON THE ROOT FLARE OF ANY TREE.

14. PRUNING TO PROVIDE CLEARANCE FOR STRUCTURES, VEHICULAR TRAFFIC AND EQUIPMENT
SHALL TAKE PLACE BEFORE CONSTRUCTION BEGINS.  SEE NOTE THREE (3) OF SUPPLEMENTAL
TREE PROTECTION NOTES FOR ADDITIONAL REQUIREMENTS.

15. ALL FINISHED PRUNING MUST BE DONE ACCORDING TO RECOGNIZED, APPROVED
STANDARDS OF THE INDUSTRY (REFERENCE THE NATIONAL ARBORIST ASSOCIATION PRUNING
STANDARDS FOR SHADE TREES AVAILABLE ON REQUEST FROM THE GENERAL PERMIT PROGRAM
OFFICE).

16. DEVIATIONS FROM THE ABOVE NOTES MAY BE CONSIDERED ORDINANCE VIOLATIONS IF
THERE IS SUBSTANTIAL NONCOMPLIANCE OR IF A TREE SUSTAINS DAMAGE AS A RESULT.

17. TREES APPROVED FOR REMOVAL SHALL BE REMOVED IN A MANNER WHICH DOES NOT
IMPACT TREES TO BE PRESERVED.

1. ALL TREE PROTECTION MUST COMPLY WITH CITY OF AUSTIN REQUIREMENTS AS OUTLINED
IN THE ENVIRONMENTAL CRITERIA MANUAL AND AS INDICATED BY STANDARD COA NOTES AND
DETAILS INCLUDED WITHIN THIS DOCUMENT SET.CONTRACTOR SHALL INSTALL PROTECTION
PRIOR TO PRE-CONSTRUCTION CONFERENCE, MAKE ADJUSTMENTS TO PROTECTION AS
DIRECTED BY THE GPP REPRESENTATIVE, AND MAINTAIN PROTECTION UNTIL PROJECT IS
COMPLETE.

2. TYPE AND LOCATION OF ALL TREE PROTECTION MUST BE APPROVED IN THE FIELD BY THE
GENERAL PERMIT PROGRAM (GPP) REPRESENTATIVE PRIOR TO CONSTRUCTION.

3. WALK-THROUGH: CONTRACTOR SHALL CONDUCT WALK-THROUGH MEETING WITH GENERAL
PERMIT PROGRAM REPRESENTATIVE PRIOR TO PERFORMING ANY PRUNING ACTIVITIES ON
TREES IN PROJECT AREA.  PURPOSE OF WALK-THROUGH WILL BE TWOFOLD.  ONE PURPOSE
WILL BE TO DETERMINE THE MINIMUM AMOUNT OF PRUNING NECESSARY TO ALLOW
CONSTRUCTION WORK TO BE COMPLETED.  SECOND PURPOSE WILL BE TO DETERMINE AREAS
OF PROJECT IN WHICH EXHAUST DIVERTERS WILL BE REQUIRED ON CONSTRUCTION EQUIPMENT
TO PREVENT SCORCHING OF EXISTING TREES.

4. ALL PRUNING MUST BE PERFORMED IN ACCORDANCE WITH ANSI A300 (PART 1) - 2001
AMERICAN NATIONAL STANDARD FOR TREE CARE OPERATIONS (PRUNING), OR LATEST
APPROVED VERSION.  THIS DOCUMENT MAY BE OBTAINED ONLINE FOR A FEE AT
WWW.ANSI.ORG.

5. PRUNING SHALL BE DONE WITH CLEAN, SHARP TOOLS.  TO PREVENT BARK TEARS, THE
WEIGHT OF THE BRANCH SHALL BE REMOVED BEFORE MAKING FINAL PRUNING CUT.

6. ALL PRUNING SHALL PRESERVE THE NATURAL CHARACTER OF THE TREE.

7. ONLY COLLAR CUTS ARE ACCEPTABLE.  NO FLUSH CUTS OR STUB CUTS WILL BE ALLOWED.

8. ALL BRANCHES THAT ARE BROKEN OR DAMAGED DURING CONSTRUCTION SHALL BE
REMOVED.

9. PRUNING CUTS OR DAMAGED AREAS ON AN OAK TREE SHALL BE PAINTED WITHIN FIVE
MINUTES WITH A STANDARD TREE WOUND DRESSING.  TREE WOUND DRESSING SHALL BE
EITHER TREEKOTE AEROSOL OR TANGLEFOOT PRUNING SEALER (OR APPROVED EQUAL).  THIS
ALSO APPLIES TO WOUNDS CREATED BY CONSTRUCTION VEHICLES OR EQUIPMENT.  ALL
PRUNING MUST BE IN ACCORDANCE WITH COA OAK WILT PREVENTION POLICY.

10. ANY TREE ROOTS THAT ARE EXPOSED, CUT, OR TORN DURING CONSTRUCTION ACTIVITY
SHALL BE PRUNED FLUSH WITH THE SURROUNDING SOIL.  (REFER ALSO TO NUMBER 9 OF THE
TREE AND NATURAL AREA PROTECTION NOTES INCLUDED IN THIS PLAN SET.)

11. ALL TRENCHING WITHIN THE CRITICAL ROOT ZONE OF A TREE TO BE PRESERVED WILL BE
SAW CUT OR EXCAVATED BY HAND, AS APPROVED BY THE GENERAL PERMIT PROGRAM
ARBORIST.

12. REFER TO ENVIRONMENTAL CRITERIA MANUAL APPENDIX P-6 FOR FURTHER REMEDIAL
TREE CARE REQUIREMENTS.  P-6 REMEDIAL TREE CARE WILL BE COORDINATED WITH AND
APPROVED BY THE GENERAL PERMIT PROGRAM ARBORIST FOR PROJECTS PERMITTED
THROUGH THE GENERAL PERMIT PROGRAM.

SUPPLEMENTAL TREE PROTECTION NOTES
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X

BUILDING

TREE PROTECTION FENCE

DRIPLINE

CRITICAL ROOT ZONE

STANDARD NO.

ADOPTED

WATERSHED PROTECTION DEPARTMENT
CITY OF AUSTIN

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

TREE PROTECTION FENCE
MODIFIED TYPE A - CHAIN LINK

610S-4

24 m
(8')

LIMITS OF
CRITICAL ROOT ZONE

RADIUS=12 mm PER mm
(1 ft PER in)

OF TRUNK DIAMETER

1.5 m
(5')*

*AS NEEDED TO PROVIDE MINIMUM NECESSARY WORK SPACE.
 IF LESS THAN 1.5 m (5'), THEN ADD BOARDS STRAPPED TO TRUNK.

6 m FOR
500 mm DIA. TREE

(20'-0'' FOR
20'' DIA. TREE)

WOOD CHIP MULCH
150 mm (6'') DEPTH

11/15/99RECORD COPY SIGNED
BY J.    PATRICK MURPHY

WOOD CHIP MULCH AREA
100 mm-150 mm
(4''-6'') DEPTH

AS SHOWN ON PLAN

BLDG.

X
X

X

X
X

X

X
X

X
X

BOARDS

BOARDS

C.R.Z.

X
XX

XX

XX X

X X

X X

X

TREES IN PAVING AREA

NATURAL AREAS

GROUP OF TREESINDIVIDUAL TREE

CURB

C.R.Z.

X
X

X

XX

X

X X
X

X

X
XXX

X

X

610S-1

TREE PROTECTION FENCE LOCATIONS
STANDARD NO.

ADOPTED

WATERSHED PROTECTION DEPARTMENT
CITY OF AUSTIN

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

FENCE LOCATION PRIOR TO
CLEARING, GRADING AND PAVING

PERMEABLE
PAVING AREA

FENCE LOCATION
DURING PERMEABLE
PAVING INSTALLATION 

TREES NEAR
CONSTRUCTION ACTIVITY

LIMIT OF
CONSTRUCTION LINE

MINIMUM NECESSARY WORK AREA
(WOOD CHIP MULCH 100 TO 150 mm
(4'' TO 6'' DEPTH)

C.R.Z.

CRITICAL ROOT ZONE (C.R.Z.)
RADIUS = 12 mm PER mm

(1 FT. PER INCH)
OF TRUNK DIAMETER

ADD BOARDS STRAPPED TO TRUNK
DUE TO CLOSENESS OF FENCE
LESS THAN 1.5 m (5') FROM TRUNK.

LINEAR CONSTRUCTION THROUGH TREES 

11/15/99RECORD COPY SIGNED
BY J.   PATRICK MURPHY

WOOD CHIP MULCH AREA
100 mm-150 mm
(4''-6'') DEPTH

TEMPORARY
ACCESS ROAD,
EXISTING
ROADWAY
OR EASEMENT
AS APPROVED
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HORIZONTAL SCALE IN FEET
VERTICAL SCALE IN FEET
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THE SEAL APPEARING ON THIS
DOCUMENT WAS AUTHORIZED BY

I CERTIFY THAT THESE DRAWINGS ARE
COMPLETE, ACCURATE AND ADEQUATE
FOR THEIR INTENDED PURPOSES,
INCLUDING CONSTRUCTION, BUT ARE NOT
AUTHORIZED FOR CONSTRUCTION UNTIL

FORMAL CITY APPROVAL.
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(97-0633)

PROP. 12" DI WL-A

PLAN LEGEND
SEE SHEET G-003

MATCHLINE - PLAN CE-102

PROPOSED MULCH SOCK
FOR INLET PROTECTION
DETAIL 648S-1PROPOSED SILT FENCE

APPROX. 220 LF
DETAIL 642S-1

PROPOSED SILT FENCE
J-HOOK (TYP)
DETAIL 642S-1

PROPOSED SILT FENCE
APPROX. 35 LF
DETAIL 642S-1

PROPOSED SILT FENCE
J-HOOK (TYP)
DETAIL 642S-1

PROPOSED MULCH SOCK
FOR INLET PROTECTION
DETAIL 648S-1

PROPOSED TRIANGULAR
FILTER DIKE
DETAIL 628S

PROPOSED TREE
PROTECTION FENCE
APPROX. 80 LF
DETAIL 610S-1, 610S-4

M
ATC

H
LIN

E - TH
IS SH

EET

REMOVE EXIST. TREES

NOTES:

1. EVERY MEASURE WILL BE TAKEN BY THE
CONTRACTOR TO PRESERVE OR PROTECT TREES
ACCORDING TO CITY OF AUSTIN STANDARDS AND P-6 WILL
BE APPLIED. PRIOR TO CONSTRUCTION CONTACT THE
GENERAL PERMIT INSPECTOR AT 974-6330 FOR A SITE VISIT
AND COORDINATION OF POSSIBLE ALTERNATE
CONSTRUCTION METHODS. PROPOSED TRENCH WILL
REQUIRE POTHOLING TO DETERMINE ROOT STRUCTURE.

2. SERVICE LOCATION WITHIN DRIP-LINE OF TREES SHALL
BE COORDINATED WITH ENVIRONMENTAL AND
CONSTRUCTION INSPECTOR. ALL TREE TRIMMING AND ROOT
CUTTING TO FOLLOW CITY OF AUSTIN TREE PROTECTION
REQUIREMENTS.

3. ALL DISTURBED AREAS OUTSIDE THE PAVEMENT WILL
BE REVEGETATED TO EXISTING OR BETTER CONDITION. SOD
WILL BE REPLACED IN KIND.

4. CONSTRUCTION IN PAVED AREAS REQUIRES
INSTALLATION OF TRIANGULAR FILTER DIKE DOWNSTREAM
OF CONSTRUCTION ACTIVITY AND SHOULD BE MOVED WITH
PROGRESSION OF CONSTRUCTION. SEE SUPPLEMENTAL
DETAIL "ADDITIONAL EROSION/SEDIMENTATION CONTROL
FOR WORK IN PAVED AREAS".

5. ANY SPOIL NOT INTENDED TO BE REUSED WILL BE
HAULED TO  AN APPROPRIATE OR PERMITTED DISPOSAL
SITE DAILY.

6. ANY TREE IMPACTED BY CONSTRUCTION OF THIS
PROJECT IS SUBJECT TO TREATMENT IN ACCORDANCE WITH
SPECIAL PROVISION TO P-6 ADDITIONALLY, P-6 WILL BE
REQUIRED FOR THOSE TREES INDICATED ON APPROVED
PLANS AND THE GPP INSPECTOR WILL IDENTIFY ANY TREES
ACTUALLY REQUIRING TREATMENT AS CONSTRUCTION
PROCEEDS.

7. IF APPLICABLE, A SECONDARY LIMIT OF
CONSTRUCTION IS HEREBY CREATED FOR THE SOLE
PURPOSE OF INSTALLING AND MAINTAINING TREE
PROTECTION. THIS SECONDARY LIMIT OF CONSTRUCTION IS
CREATED ONLY FOR TREES LOCATED WITHIN 5 FT OF THE
LOC BOUNDARY SHOWN ON THIS PLAN.

8. PRIVATE LATERALS SHALL BE COORDINATED BY THE
CONTRACTOR WITH THE LANDOWNER AND DESIGN
ENGINEER. TRENCHING WITHIN THE DRIP LINE OF ANY TREE
18" OR GREATER SHALL BE DONE ONLY AFTER CONTACTING
THE GPP OFFICE AT (512)974-6330 FOR A SITE VISIT TO
DETERMINE ALTERNATE TRENCHING METHODS.

9. CONTRACTOR WILL RECOVER ALL DISTURBED GRASS
AFTER CONSTRUCTION WITH THE EXISTING GRASS AS
SHOWN ON THE PLAN SHEETS.

PROPOSED SILT FENCE
APPROX. 20 LF
DETAIL 642S-1

PROP. STAGING AREA
(APPROX. 2400 SF)

TRAVIS COUNTY NOTES:

-IF A CONCRETE WASHOUT IS TO BE UTILIZED
DURING CONSTRUCTION ADD A NOTE ON THE PLAN
SHEETS THAT STATES THAT THE LOCATION WILL BE
DETERMINED ONCE CONSTRUCTION HAS BEGUN
AND WILL BE PROPERLY NOTATED ON THE SITE MAP
AT THAT TIME.
-ALL REQUIRED NOTICES AND PERMITS MUST BE
PLACED IN A HIGHLY VISIBLE LOCATION ONSITE
BEFORE THE COMMENCEMENT OF CONSTRUCTION.

-ALL EROSION AND SEDIMENTATION CONTROLS
(ESC) MUST BE INSTALLED PRIOR TO ANY
DISTURBANCE TO THE PROJECT SITE.
-INSTALL SILT FENCE ACCORDINGLY FOR RUN-ON
DIVERSION OR OFFSITE SEDIMENT CONTROL
DEPENDING ON UP OR DOWN SLOPE, FACING POST
SIDE ON THE DOWN GRADIENT SIDE.
-ALL ESC USED ONSITE MUST BE REGULARLY
MONITORED AND MAINTAINED AS NEEDED.
-MUD AND OR DIRT TRACKED INTO THE ROADWAY
MUST BE IMMEDIATELY REMOVED UPON
DISCOVERY.
-EXCESS MATERIALS THAT WILL BE TRANSPORTED
TO AN OFFSITE LOCATION MUST HAVE THAT
LOCATION CLEARED BY COUNTY INSPECTOR.
-LOOSE TRASH AND DEBRIS MUST BE DISPOSED OF
PROPERLY ONSITE.
-CONTRACTOR SHALL MAINTAIN AND UTILIZE DUST
CONTROL FOR THE DURATION OF THE PROJECT.

-THE STABILIZED CONSTRUCTION ENTRANCE SHALL
BE MAINTAINED IN A CONDITION THAT PREVENTS
TRACKING ONTO THE PUBLIC ROADWAY ON AN
ONGOING/REGULAR BASIS.
-INITIATE TEMPORARY STABILIZATION WHEN
CONSTRUCTION CEASES IN A DISTURBED AREA FOR
14 DAYS.
-INITIATE PERMANENT STABILIZATION IMMEDIATELY
ONCE WORK HAS CEASED AND FINAL GRADE HAS
BEEN ACHIEVED.
-ALL DISTURBED/BARE AREAS WILL REQUIRE
PERMANENT STABILIZATION BEFORE FINAL
ACCEPTANCE CAN BE ACHIEVED. AVOID
DISTURBING AREAS OF THE PROJECT THAT ARE
NOT NECESSARY FOR CONSTRUCTION. IF IT IS
UNDISTURBED IT WON'T NEED TO BE RESTORED.
 -COUNTY INSPECTOR MAY REQUEST ADDITIONAL
CONTROLS BE INSTALLED ONSITE AS NEEDED.
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I CERTIFY THAT THESE DRAWINGS ARE
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AUTHORIZED FOR CONSTRUCTION UNTIL
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DOCUMENT WAS AUTHORIZED BY

I CERTIFY THAT THESE DRAWINGS ARE
COMPLETE, ACCURATE AND ADEQUATE
FOR THEIR INTENDED PURPOSES,
INCLUDING CONSTRUCTION, BUT ARE NOT
AUTHORIZED FOR CONSTRUCTION UNTIL

FORMAL CITY APPROVAL.
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LIC. #  93976
THU CAO

 93976

THU CAO

03/27/2018
PLAN LEGEND

SEE SHEET G-003

PROPOSED SILT FENCE
APPROX. 200 LF

DETAIL 642S-1

PROPOSED TREE PROTECTION
FENCE APPROX. 53 LF
DETAIL 610S-1, 610S-4

PROPOSED TREE PROTECTION
FENCE APPROX. 40 LF
DETAIL 610S-1, 610S-4

PROPOSED TREE PROTECTION
FENCE
DETAIL 610S-1, 610S-4

PROPOSED TREE PROTECTITECTI
FENCE APPROX. 53CE APP
DETAIL 610S-1, 610
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NOTES:

1. EVERY MEASURE WILL BE TAKEN BY THE
CONTRACTOR TO PRESERVE OR PROTECT TREES
ACCORDING TO CITY OF AUSTIN STANDARDS AND P-6 WILL
BE APPLIED. PRIOR TO CONSTRUCTION CONTACT THE
GENERAL PERMIT INSPECTOR AT 974-6330 FOR A SITE VISIT
AND COORDINATION OF POSSIBLE ALTERNATE
CONSTRUCTION METHODS. PROPOSED TRENCH WILL
REQUIRE POTHOLING TO DETERMINE ROOT STRUCTURE.

2. SERVICE LOCATION WITHIN DRIP-LINE OF TREES SHALL
BE COORDINATED WITH ENVIRONMENTAL AND
CONSTRUCTION INSPECTOR. ALL TREE TRIMMING AND ROOT
CUTTING TO FOLLOW CITY OF AUSTIN TREE PROTECTION
REQUIREMENTS.

3. ALL DISTURBED AREAS OUTSIDE THE PAVEMENT WILL
BE REVEGETATED TO EXISTING OR BETTER CONDITION. SOD
WILL BE REPLACED IN KIND.

4. CONSTRUCTION IN PAVED AREAS REQUIRES
INSTALLATION OF TRIANGULAR FILTER DIKE DOWNSTREAM
OF CONSTRUCTION ACTIVITY AND SHOULD BE MOVED WITH
PROGRESSION OF CONSTRUCTION. SEE SUPPLEMENTAL
DETAIL "ADDITIONAL EROSION/SEDIMENTATION CONTROL
FOR WORK IN PAVED AREAS".

5. ANY SPOIL NOT INTENDED TO BE REUSED WILL BE
HAULED TO  AN APPROPRIATE OR PERMITTED DISPOSAL
SITE DAILY.

6. ANY TREE IMPACTED BY CONSTRUCTION OF THIS
PROJECT IS SUBJECT TO TREATMENT IN ACCORDANCE WITH
SPECIAL PROVISION TO P-6 ADDITIONALLY, P-6 WILL BE
REQUIRED FOR THOSE TREES INDICATED ON APPROVED
PLANS AND THE GPP INSPECTOR WILL IDENTIFY ANY TREES
ACTUALLY REQUIRING TREATMENT AS CONSTRUCTION
PROCEEDS.

7. IF APPLICABLE, A SECONDARY LIMIT OF
CONSTRUCTION IS HEREBY CREATED FOR THE SOLE
PURPOSE OF INSTALLING AND MAINTAINING TREE
PROTECTION. THIS SECONDARY LIMIT OF CONSTRUCTION IS
CREATED ONLY FOR TREES LOCATED WITHIN 5 FT OF THE
LOC BOUNDARY SHOWN ON THIS PLAN.

8. PRIVATE LATERALS SHALL BE COORDINATED BY THE
CONTRACTOR WITH THE LANDOWNER AND DESIGN
ENGINEER. TRENCHING WITHIN THE DRIP LINE OF ANY TREE
18" OR GREATER SHALL BE DONE ONLY AFTER CONTACTING
THE GPP OFFICE AT (512)974-6330 FOR A SITE VISIT TO
DETERMINE ALTERNATE TRENCHING METHODS.

9. CONTRACTOR WILL RECOVER ALL DISTURBED GRASS
AFTER CONSTRUCTION WITH THE EXISTING GRASS AS
SHOWN ON THE PLAN SHEETS.
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TRAVIS COUNTY NOTES:

-IF A CONCRETE WASHOUT IS TO BE UTILIZED DURING
CONSTRUCTION ADD A NOTE ON THE PLAN SHEETS THAT
STATES THAT THE LOCATION WILL BE DETERMINED ONCE
CONSTRUCTION HAS BEGUN AND WILL BE PROPERLY
NOTATED ON THE SITE MAP AT THAT TIME.

-ALL REQUIRED NOTICES AND PERMITS MUST BE PLACED IN
A HIGHLY VISIBLE LOCATION ONSITE BEFORE THE
COMMENCEMENT OF CONSTRUCTION.

-ALL EROSION AND SEDIMENTATION CONTROLS (ESC) MUST
BE INSTALLED PRIOR TO ANY DISTURBANCE TO THE
PROJECT SITE.

-INSTALL SILT FENCE ACCORDINGLY FOR RUN-ON
DIVERSION OR OFFSITE SEDIMENT CONTROL DEPENDING ON
UP OR DOWN SLOPE, FACING POST SIDE ON THE DOWN
GRADIENT SIDE.

-ALL ESC USED ONSITE MUST BE REGULARLY MONITORED
AND MAINTAINED AS NEEDED.

-MUD AND OR DIRT TRACKED INTO THE ROADWAY MUST BE
IMMEDIATELY REMOVED UPON DISCOVERY.

-EXCESS MATERIALS THAT WILL BE TRANSPORTED TO AN
OFFSITE LOCATION MUST HAVE THAT LOCATION CLEARED
BY COUNTY INSPECTOR.

-LOOSE TRASH AND DEBRIS MUST BE DISPOSED OF
PROPERLY ONSITE.

-CONTRACTOR SHALL MAINTAIN AND UTILIZE DUST
CONTROL FOR THE DURATION OF THE PROJECT.

-THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE
MAINTAINED IN A CONDITION THAT PREVENTS TRACKING
ONTO THE PUBLIC ROADWAY ON AN ONGOING/REGULAR
BASIS.

-INITIATE TEMPORARY STABILIZATION WHEN CONSTRUCTION
CEASES IN A DISTURBED AREA FOR 14 DAYS.

-INITIATE PERMANENT STABILIZATION IMMEDIATELY ONCE
WORK HAS CEASED AND FINAL GRADE HAS BEEN ACHIEVED.

-ALL DISTURBED/BARE AREAS WILL REQUIRE PERMANENT
STABILIZATION BEFORE FINAL ACCEPTANCE CAN BE
ACHIEVED. AVOID DISTURBING AREAS OF THE PROJECT THAT
ARE NOT NECESSARY FOR CONSTRUCTION. IF IT IS
UNDISTURBED IT WON’T NEED TO BE RESTORED.

 -COUNTY INSPECTOR MAY REQUEST ADDITIONAL CONTROLS
BE INSTALLED ONSITE AS NEEDED.
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THE SEAL APPEARING ON THIS
DOCUMENT WAS AUTHORIZED BY

I CERTIFY THAT THESE DRAWINGS ARE
COMPLETE, ACCURATE AND ADEQUATE
FOR THEIR INTENDED PURPOSES,
INCLUDING CONSTRUCTION, BUT ARE NOT
AUTHORIZED FOR CONSTRUCTION UNTIL

FORMAL CITY APPROVAL.
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08/02/2018

EX
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" P
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 W
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)
PROP. 12" DI WL-A

PLAN LEGEND
SEE SHEET G-003

REVEGETATE DISTURBED AREA
APPROX 442 SY (COA SPEC 609S)
INSTALL 442 SY RETENTION BLANKET
(COA SPEC 605S)

PROP. MILLING & REPAVING
WITH HMAC TYPE D,
1.5" THICKNESS
APPROX. 692 SY
SEE DETAIL1100S-2

NOTES:

1. INITIATE PERMANENT STABILIZATION
IMMEDIATELY ONCE WORK HAS CEASED AND
FINAL GRADE HAS BEEN ACHIEVED IN ANY
GIVEN AREA.

2. THE FINAL STABILIZATION/REVEGETATION
EFFORTS SHALL BE IN ACCORDANCE WITH THE
APPROVED RESTORATION PLAN DETAILS AND
SPECIFICATIONS.

3. ALL 3:1 SLOPES OR STEEPER REQUIRE SOIL
RETENTION BLANKET (SRB).

4. THE CONTRACTOR IS RESPONSIBLE FOR
PROVIDING ADEQUATE WATERING/IRRIGATION
TO ACHIEVE THE PERMANENT STABILIZATION
REQUIREMENTS IN ALL
DISTURBED/REVEGETATED AREAS BEFORE
FINAL ACCEPTANCE FOR THIS PROJECT CAN
BE OBTAINED.

5. REVEGETATE DISTURBED AREA USING SPEC.
609S, TABLE 4 (UPLAND SPECIES, FULL SUN
AREAS). IF REVEGETATION TAKES PLACE
BETWEEN  SEPT. 15 AND MARCH 1, INCLUDE 1
COOL SEASON SPECIES FROM TABLE 4 IN THE
SEED MIX.

6. SOIL SHALL BE PLACED PER SP601S. TOP SOIL
COMPRISED OF LANDSCAPE-GRADE 75% LOAM
AND 25% SCREENED ORGANIC COMPOST WITH
A MINIMUM OF 6" DEEP.

7. ANY DAMAGED (SCARRED) PAVEMENT THAT IS
OUTSIDE THE DRAWN RESTORATION AREAS
WILL BE REPAIRED BY REMOVING AND
REPLACING THE SURFACE LAYER OF ASPHALT

REMOVE & REPLACE APPROX.
10 LF OF CURB & GUTTER

REVEGETATE DISTURBED AREA WITH
ST. AUGUSTINE BLOCK SODDING
 APPROX. 2SY
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LIC. #  93976
THU CAO
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08/02/2018
PLAN LEGEND

SEE SHEET G-003

MATCHLINE - PLAN CE-103

REVEGETATE DISTURBED AREA
APPROX. 215.5 SY (COA SPEC 609S)
INSTALL 215.5 SY SOIL RETENTION BLANKET
(PER COA SPEC 605S)

NOTES:

1. INITIATE PERMANENT STABILIZATION
IMMEDIATELY ONCE WORK HAS CEASED AND
FINAL GRADE HAS BEEN ACHIEVED IN ANY
GIVEN AREA.

2. THE FINAL STABILIZATION/REVEGETATION
EFFORTS SHALL BE IN ACCORDANCE WITH THE
APPROVED RESTORATION PLAN DETAILS AND
SPECIFICATIONS.

3. ALL 3:1 SLOPES OR STEEPER REQUIRE SOIL
RETENTION BLANKET (SRB).

4. THE CONTRACTOR IS RESPONSIBLE FOR
PROVIDING ADEQUATE WATERING/IRRIGATION
TO ACHIEVE THE PERMANENT STABILIZATION
REQUIREMENTS IN ALL
DISTURBED/REVEGETATED AREAS BEFORE
FINAL ACCEPTANCE FOR THIS PROJECT CAN
BE OBTAINED.

5. REVEGETATE DISTURBED AREA USING SPEC.
609S, TABLE 4 (UPLAND SPECIES, FULL SUN
AREAS). IF REVEGETATION TAKES PLACE
BETWEEN  SEPT. 15 AND MARCH 1, INCLUDE 1
COOL SEASON SPECIES FROM TABLE 4 IN THE
SEED MIX.

6. SOIL SHALL BE PLACED PER SP601S. TOP SOIL
COMPRISED OF LANDSCAPE-GRADE 75% LOAM
AND 25% SCREENED ORGANIC COMPOST WITH
A MINIMUM OF 6" DEEP.

7. ANY DAMAGED (SCARRED) PAVEMENT THAT IS
OUTSIDE THE DRAWN RESTORATION AREAS
WILL BE REPAIRED BY REMOVING AND
REPLACING THE SURFACE LAYER OF ASPHALT

REVEGETATE DISTURBED AREA WITH
ST. AUGUSTINE BLOCK SODDING
APPROX. 5 SY

REMOVE & REPLACE
~ 17 LF OF CURB & GUTTER

PROP. HMAC TYPE C,
3" THICKNESS
APPROX. 442.5 SY
SEE DETAIL1100S-2

REVEGETATE DISTURBED AREA WITH
 ST. AUGUSTINE BLOCK SODDING
APPROX. 71 SY

STABILIZE DISTURBED AREA WITH GRAVEL
APPROX. 287 SY (PER SP641S)
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TREE SURVEY

#

1277

1278
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1287
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1299

1300

1301

1302

1303

1304

1305

1306

DESCRIPTION

8" CEDAR MULT-STEM

10" CEDAR MULTI-STEM

10" CEDAR MULTI-STEM

12" CEDAR MULTI-STEM

13" CEDAR MULTI-STEM

19" CEDAR MULTI-STEM

8" LIVE OAK

9" CEDAR

9" CEDAR

9" CEDAR

9" CEDAR

9" CEDAR

19" CEDAR

28" CEDAR

13" CEDAR

16" CEDAR MULTI-STEM

18" LIVE OAK MULTI-STEM

11" LIVE OAK

13" CEDAR

12" CEDAR

17" CEDAR MULTI-STEM

10" CEDAR

8" CEDAR

11" CEDAR MULTI-STEM

10" CEDAR MULTI-STEM

14" CEDAR MULTI-STEM

24" CEDAR

17" CEDAR MULTI-STEM

12" LIVE OAK

21" CEDAR MULTI-STEM

TREE SURVEY

#

1307

1308

1309

1310

1311

1312

1313

1314

1315

1316

1317

1318

1319

1320

1321

1322

1323

1324

1325

1326

1327

1328

1329

1330

1331

1332

1333

1334

1335

1336

DESCRIPTION

13" CEDAR

15" CEDAR

17" CHINESE PISTACHIO MULTI-STEM

17" CHINESE PISTACHIO

8" RED OAK MULTI-STEM

12" LIVE OAK

11" LIVE OAK

8" CEDAR

14" LIGUSTRUM MULTI-STEM

14" LIVE OAK

14" LIVE OAK

12" LIVE OAK

12" LIGUSTRUM MULTI-STEM

9" LIGUSTRUM MULTI-STEM

14" CEDAR MULTI-STEM

14" LIGUSTRUM MULTI-STEM

9" LIGUSTRUM MULTI-STEM

20" LIGUSTRUM MULTI-STEM

12" LIGUSTRUM MULTI-STEM

13" LIVE OAK

12" LIVE OAK

12" LIVE OAK

8" LIVE OAK

14" LIVE OAK

10" LIVE OAK

13" LIVE OAK

20" CEDAR MULTI-STEM

10" CEDAR MULTI-STEM

24" CEDAR MULTI-STEM

8" CEDAR

TREE SURVEY

#

1337

1338

1339

1340

1341

DESCRIPTION

14" CEDAR MULTI-STEM

12" CEDAR MULTI-STEM

13" LIVE OAK

9" CEDAR MULTI-STEM

18" CEDAR MULTI-STEM
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D I V I S I O N

APPROVED BY ________________ON_____________.

TREE MITIGATION

TREE
CLASSIFICATION HERITAGE

> THAN 19"
(LOCATED IN
APPENDIX F)

8" TO 18.9"
(LOCATED IN
APPENDIX F)

> THAN 19" (NOT
LOCATED IN
APPENDIX F)

8" TO 18.9" (NOT
LOCATED IN
APPENDIX F)

< THAN 8"
(LOCATED IN
APPENDIX F)

< THAN 8"  (NOT
LOCATED IN
APPENDIX F)

REPLACEMENT % 0" @ 300% 0" @ 100% 0" @ 50% 0" @ 50% 28" @ 25% 0" @ 50% 0" @ 25%

CALIPER INCHES TO BE
REPLACED 0" 0" 0" 0" 7" 0" 0"

TOTAL CALIPER
INCHES REPLACED 0" 0" 0" 0" 0" 0" 0"
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 21' - 3"  DIAMETER WATER TANK
GIS # 759773

AND FOUNDATION AND CONNECTING
APPURTENANCES

4" GATE VALVE
GIS #776866

 8" GATE VALVE
GIS # 776871

ALTITUDE VALVE
GIS # 776904,
2X 4" GATE VALVES
GIS # 776906 & GIS # 776911,
4" WATER LINE, AND VAULT

CONCRETE SLAB

TANK LEVEL
INDICATING PANEL
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15' - 4" DIAMETER WATER TANK
GIS # 104158,

 FOUNDATION AND APPURTENANCES

4" GATE VALVE
GIS # 776861

HYDRO TANK, 4" GATE VALVE GIS# 776815,
CORP. STOP

PUMPS X2
GIS # 763281,

 PUMP BUILDING,
AND FOUNDATION

8" GATE VALVE
GIS # 776859

4" WATER LINE (PVC)

4" GATE VALVE
GIS # 776853

4" WATER LINE (PVC)

4" WATER LINE (PVC)

4" WATER LINE

8" AC PIPE

TANK LEVEL
INDICATING PANEL

HYDRO TANK
CONTROL PANEL

EXISTING RTU PANEL
& SCADA ANTENNA

FH GIS# 776845
AND 6" GATE VALVE GIS # 776847
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CONCRETE MONUMENT

EX. ELECTRIC METER
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TANK #1
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SHUTOUT
12" GV # 101923

SHUTOUT
12" GV # 102941

SHUTOUT
4" GV # 776853

SHUTOUT
6" GV # 105022

SHUTOUT
8" GV # 776859

 THESE ADDRESSES
 NEED CONFIRMATION

 THAT THEY WILL
NOT BE AFFECTED
 BY THE SHUTOUT

THESE ADDRESSES
 WILL BE AFFECTED

 BY RIVER PLACE
 SIDE SHUTOUT

THIS PRODUCT IS FOR INFORMATION PURPOSES AND MAY NOT HAVE BEEN
PREPARED FOR OR BE SUITABLE FOR LEGAL, ENGINEERING, OR SURVEYING
PURPOSES. IT DOES NOT REPRESENT AN ON-THE-GROUND SURVEY AND
REPRESENTS ONLY THE APPROXIMATE RELATIVE LOCATION OF PROPERTY
BOUNDARIES.
THIS PRODUCT HAS BEEN PRODUCED BY PUBLIC WORKS'S ENGNEERING
SERVICES DIVISION FOR THE SOLE PURPOISE OF GRAPHIC REFERENCE. NO
WARRANTY IS MADE BY THE CITY OF AUSTIN REGARDING SPECIFIC ACCURACY OR
COMPLETENESS.

NOTES:
1. THIS ISOLATION PLAN WILL BE APPLIED FOR PHASE 1 ONLY.
2. ANY SPECIFIC VALVES THAT ARE LISTED TO BE CLOSED

AND/OR REOPENED ARE FOR INFORMATION PURPOSES ONLY.
ISOLATION PLAN IS DEPENDANT ON TEST SHUTOUTS PRIOR TO
CONSTRUCTION.

3. CONTRACTOR SHALL COORDINATE TEST SHUTOUTS AND
VALVES # SHOWN ON THE PLAN WITH AUSTIN WATER STAFF 1
MONTH PRIOR TO CONSTRUCTION. ALL VALVE SHUTOUTS
SHALL BE PERFORMED BY CITY OF AUSTIN STAFF.
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REMOVE 21' - 3"  DIAMETER WATER TANK
GIS # 759773

AND FOUNDATION AND CONNECTING
APPURTENANCES

DISCONNECT & CLOSE
4" GATE VALVE

GIS #776866 FROM TANK #2

REMOVE 8" GATE VALVE
GIS # 776871,
PLUG WATER LINE &
INSTALL THRUST BLOCK

REMOVE CONCRETE SLAB

REMOVE TANK LEVEL INDICATING
PANEL AND ASSOCIATED CONDUITS
AND PLUMBING CONNECTIONS

TEMPORARILY REMOVE & RELOCATE
 POSTING BOARD & CONCRETE MONUMENT.

PLACE BACK POST CONSTRUCTION
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REMOVE THIS PORTION OF EXISTING CHAIN LINK  FENCE

FOR ACCESS APPROX. 38 LF

TANK #1

TANK #2

DISCONNECT AND REMOVE CHLORINE
ANALYZER PANEL AND ASSOCIATED CONDUIT
AND WIRING.
DISCONNECT AND REMOVE PLUMBING.
SALVAGE THE PANEL AND RETURN TO
OWNER (SSC).

NOTES:
1. COORDINATE WITH OWNER TO

SALVAGE CHLORINE ANALYZER PANEL
AND OTHER EQUIPMENT

2. SEE GENERAL CONSTRUCTION NOTES
FOR PHASE 1 SEQUENCE OF
DEMOLITION SHEET 4

3. KEEP TANK #1 AND PUMP STATION IN
SERVICE

PHOTO "A"

REMOVE CONCRETE SLAB

PHOTO "A" - EXIST. PUMP STATION ENTRANCE
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REMOVE 15' - 4" DIAMETER WATER TANK
GIS # 104158,

 AND APPURTENANCES
(BY OTHERS)

REMOVE 4" GATE VALVE
GIS # 776861

(BY OTHERS)

REMOVE HYDRO TANK,
4" GV GIS# 776815
& CORP. STOP
(BY OTHERS)

DISCONNECT & REMOVE 120/240V LOAD
& ASSOCIATED CONDUIT RUNS INSIDE

PUMP BUILDING.
REMOVE PUMPS (X2) GIS # 763281.

 REMOVE PUMP BUILDING, & FOUNDATION
(BY OTHERS)

REMOVE 8" GATE VALVE
GIS # 776859
(BY OTHERS)

ABANDON 4" WATER LINE
39 LF

REMOVE 8" AC PIPE
83 LF

SALVAGE ELECTRIC PANEL
(EMPTY PANEL)
(BY OTHERS)
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REMOVE 8" AC PIPE
113 LF

SALVAGE RTU PANEL
& ANTENNA & RETURN TO OWNER

(BY OTHERS)

PRO
PO

SED 12" W
L-A

PROPOSED 4" WL-B

PROPOSED 12" W
L-A

PROPOSED 8" W
L-A

REMOVE FH GIS# 776845
AND 6" GATE VALVE GIS # 776847

REMOVE TANK LEVEL INDICATING
PANEL AND ASSOCIATED CONDUITS
AND PLUMBING CONNECTIONS
(BY OTHERS)

SALVAGE VAULT LID IN ONE PIECE
& RETURN TO OWNER.

REMOVE ALTITUDE VALVE
GIS # 776904,

2X 4" GATE VALVES
GIS # 776906 & GIS # 776911,
4" WATER LINE, AND VAULT

INSTALL TEMPORARY SAFETY
FENCE AND GATE DURING
CONSTRUCTION. APPROX. 90 LF

REMOVE UTILITY OWNED METER,
WEATHERHEAD & ASSOCIATED

CONDUIT RUNS.
SALVAGE UTILITY POWER METER

FOR REUSE.
CONTRACTOR SHALL COORDINATE

THIS TASK WITH AUSTIN ENERGY.
(BY OTHERS)

REMOVE TELEPHONE LINE
(BY OTHERS)

COORDINATE WITH AUSTIN
ENERGY TO REMOVE EXISTING
ELECTRIC SERVICE AND GETTING
NEW ELECTRIC SERVICE.
120 VAC, SINGLE PHASE, 3 WIRE, 30 AMP

TANK #1

PHOTO "B"

PHOTO "C"

REMOVE 4" GATE VALVE
GIS #776866

1

NOTES:

1. COORDINATE WITH OWNER TO SALVAGE
EQUIPMENT

2. SEE GENERAL CONSTRUCTION NOTES
FOR PHASE 2 SEQUENCE OF
DEMOLITION, SHEET 4

KEYED NOTES:

1

REMOVE CONCRETE SLAB
(BY OTHERS)

PHOTO "B" - EXIST. ELECTRIC METER PHOTO "C" - EXIST. ANTENNA & RTU

REMOVE 4" PVC PIPE
57 LF
(BY OTHERS)

1-8" GATE VALVE,
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WATER PLAN & PROFILE NOTES:

1. UTILITIES SHOWN REFLECT THE BEST
INFORMATION AVAILABLE AT THE TIME THE
PROJECT WAS DESIGNED.  THE CONTRACTOR
SHALL VERIFY THE LOCATION OF ALL UTILITIES
THAT ARE TO BE EXTENDED, TIE-TO,
CROSSED, OR ALTERED, OR SUBJECT TO
DAMAGED/INCONVENIENCE BY THE
CONSTRUCTION OPERATIONS.

2. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD LOCATE AND
RECONNECT ALL WATER AND WASTEWATER
SERVICES DISRUPTED BY CONSTRUCTION OF
THIS PROJECT WITH NEW PIPE FROM THE MAIN
TO THE METER OR HOUSE CONNECTION.
FIELD LOCATIONS, BOTH HORIZONTAL AND
VERTICAL, SHALL BE PERFORMED AT LEAST
300 FEET IN ADVANCE OF THE PROPOSED
CONSTRUCTION.
3.
4. ALL FIRE HYDRANTS AND VALVES THAT
ARE TO BE ABANDONED SHALL BE REMOVED,
SALVAGED AND RETURNED TO AUSTIN WATER
UTILITY. NOTICE MUST BE GIVEN 48 HOURS
PRIOR TO RETURN TO: PIPELINE OPERATIONS
DISTRIBUTION SYSTEM MAINT. - VALVES AND
HYDRANTS SERVICES, SUPERVISING AWU
PIPELINE TECHNICIAN AT 512-972-1133.

5. CONTRACTOR SHALL FOLLOW ALL CITY
OF AUSTIN GUIDELINES AND REQUIREMENTS
CONCERNING THE USE, HANDLING, AND
DISPOSAL OF ASBESTOS CONTAINING
MATERIALS, INCLUDING PIPE.  ANY
CONNECTION MADE TO AN A.C. WATER LINE
FOR RELOCATION PURPOSES SHALL BEGIN
AND END AT AN EXISTING JOINT.

6. UNLESS NOTED OTHERWISE, ALL WATER
LINE P.I.'S SHALL BE ACHIEVED USING PIPE
MANUFACTURER'S ALLOWABLE JOINT
DEFLECTION.

7. ALL THE WORK WILL COMPLY WITH THE
CITY OF AUSTIN STANDARD SPECIFICATION
AND DETAILS.

8. ALL WATER LINES WILL BE INSTALLED
WITH AT LEAST 48" OF COVER BELOW
FINISHED GRADE.

9. KEEP MIN. 2 FT VERTICAL & 2 FT
HORIZONTAL CLEARANCE FROM ALL GAS
LINES.

CAUTION !!!
STA. 3+00 WL-A

ELECTRIC UNDERGROUND
CONTRACTOR TO FIELD

VERIFY

PROP. 12" WL-C
SEE SHT CU-205

INT# 26165

CONTRACTOR SHALL
FIELD VERIFY
HORIZONTAL & VERTICAL
LOCATIONS OF EX. PIPES

1 REVEGETATE DISTRUBED AREA
APPROX. 95 SY  (COA SPEC 609S)
INSTALL SOIL RETENTION BLANKET
(COA SPEC 605S)
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NOTE:
THERE IS NO WATER SERVICE
CONNECTED TO 12" WL-A
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WATER PLAN & PROFILE NOTES:

1. UTILITIES SHOWN REFLECT THE BEST
INFORMATION AVAILABLE AT THE TIME THE
PROJECT WAS DESIGNED.  THE CONTRACTOR
SHALL VERIFY THE LOCATION OF ALL UTILITIES
THAT ARE TO BE EXTENDED, TIE-TO,
CROSSED, OR ALTERED, OR SUBJECT TO
DAMAGED/INCONVENIENCE BY THE
CONSTRUCTION OPERATIONS.

2. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD LOCATE AND
RECONNECT ALL WATER AND WASTEWATER
SERVICES DISRUPTED BY CONSTRUCTION OF
THIS PROJECT WITH NEW PIPE FROM THE MAIN
TO THE METER OR HOUSE CONNECTION.
FIELD LOCATIONS, BOTH HORIZONTAL AND
VERTICAL, SHALL BE PERFORMED AT LEAST
300 FEET IN ADVANCE OF THE PROPOSED
CONSTRUCTION.

3. ALL FIRE HYDRANTS AND VALVES THAT
ARE TO BE ABANDONED SHALL BE REMOVED,
SALVAGED AND RETURNED TO AUSTIN WATER
UTILITY. NOTICE MUST BE GIVEN 48 HOURS
PRIOR TO RETURN TO: PIPELINE OPERATIONS
DISTRIBUTION SYSTEM MAINT. - VALVES AND
HYDRANTS SERVICES, SUPERVISING AWU
PIPELINE TECHNICIAN AT 512-972-1133.

4. CONTRACTOR SHALL FOLLOW ALL CITY
OF AUSTIN GUIDELINES AND REQUIREMENTS
CONCERNING THE USE, HANDLING, AND
DISPOSAL OF ASBESTOS CONTAINING
MATERIALS, INCLUDING PIPE.  ANY
CONNECTION MADE TO AN A.C. WATER LINE
FOR RELOCATION PURPOSES SHALL BEGIN
AND END AT AN EXISTING JOINT.

5. UNLESS NOTED OTHERWISE, ALL WATER
LINE P.I.'S SHALL BE ACHIEVED USING PIPE
MANUFACTURER'S ALLOWABLE JOINT
DEFLECTION.

6. ALL THE WORK WILL COMPLY WITH THE
CITY OF AUSTIN STANDARD SPECIFICATION
AND DETAILS.

7. ALL WATER LINES WILL BE INSTALLED
WITH AT LEAST 48" OF COVER BELOW
FINISHED GRADE.

8. KEEP MIN. 2 FT VERTICAL & 2 FT
HORIZONTAL CLEARANCE FROM ALL GAS
LINES.
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STA. 8+33,80 WL-A
45° BEND RT

STA. 8+38.19, WL-A
45° BEND RT

STA. 8+67.35, WL-A
12" x 8" REDUCER

STA. 8+71.12, WL-A
8" GATE VALVE, ID#808500

STA. 8+72.42, WL-A
BEGIN DUAL 8" & 4" FLOW METERS
AND VAULT

STA. 8+83.92, WL-A
BEGIN DUAL 8" & 4" PRVs AND VAULT

STA. 9+01.99, WL-A, 8"- 45° BEND LT

STA. 9+03.79, WL-A, 8"- 45° BEND LT

STA. 9+15.92, WL-A, 8"- 45° BEND LT

STA. 9+17.23, WL-A, 8"- 45° BEND LT

STA. 9+58.70, WL-A
12" x 6" SWIVEL TEE, 6" GATE VALVE,
& 5 14" FIRE HYDRANT, 8 LF 6" DI FIRE
LEAD

STA. 9+62.05, WL-A, 8" GATE VALVE,

STA. 9+88.56, WL-A, 8"- 45° BEND RT

STA. 9+91.05, WL-A, 8"- 45° BEND RT

STA. 9+97.89, WL-A
2" COMBO ARV

STA. 10+10.87, END WL-A,
8" DI TO AC PIPE ADAPTER
TIE TO EX. 8" AC PIPE

PROP. 12" DI CL350, WL-A

PROP. 8" DI CL350, WL-A

1

EX. 8" AC WAT LINE

(79-0171) TO REMAIN
CAUTION !!!
GAS LINE CROSSINGS
CONTRACTOR TO
FIELD VERIFY

WATER PLAN & PROFILE NOTES:

1. UTILITIES SHOWN REFLECT THE BEST
INFORMATION AVAILABLE AT THE TIME THE
PROJECT WAS DESIGNED.  THE CONTRACTOR
SHALL VERIFY THE LOCATION OF ALL UTILITIES
THAT ARE TO BE EXTENDED, TIE-TO,
CROSSED, OR ALTERED, OR SUBJECT TO
DAMAGED/INCONVENIENCE BY THE
CONSTRUCTION OPERATIONS.

2. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD LOCATE AND
RECONNECT ALL WATER AND WASTEWATER
SERVICES DISRUPTED BY CONSTRUCTION OF
THIS PROJECT WITH NEW PIPE FROM THE MAIN
TO THE METER OR HOUSE CONNECTION.
FIELD LOCATIONS, BOTH HORIZONTAL AND
VERTICAL, SHALL BE PERFORMED AT LEAST
300 FEET IN ADVANCE OF THE PROPOSED
CONSTRUCTION.

3. ALL FIRE HYDRANTS AND VALVES THAT
ARE TO BE ABANDONED SHALL BE REMOVED,
SALVAGED AND RETURNED TO AUSTIN WATER
UTILITY. NOTICE MUST BE GIVEN 48 HOURS
PRIOR TO RETURN TO: PIPELINE OPERATIONS
DISTRIBUTION SYSTEM MAINT. - VALVES AND
HYDRANTS SERVICES, SUPERVISING AWU
PIPELINE TECHNICIAN AT 512-972-1133.

4. CONTRACTOR SHALL FOLLOW ALL CITY
OF AUSTIN GUIDELINES AND REQUIREMENTS
CONCERNING THE USE, HANDLING, AND
DISPOSAL OF ASBESTOS CONTAINING
MATERIALS, INCLUDING PIPE.  ANY
CONNECTION MADE TO AN A.C. WATER LINE
FOR RELOCATION PURPOSES SHALL BEGIN
AND END AT AN EXISTING JOINT.

5. UNLESS NOTED OTHERWISE, ALL WATER
LINE P.I.'S SHALL BE ACHIEVED USING PIPE
MANUFACTURER'S ALLOWABLE JOINT
DEFLECTION.

6. ALL THE WORK WILL COMPLY WITH THE
CITY OF AUSTIN STANDARD SPECIFICATION
AND DETAILS.

7. ALL WATER LINES WILL BE INSTALLED
WITH AT LEAST 48" OF COVER BELOW
FINISHED GRADE.

8. KEEP MIN. 2 FT VERTICAL & 2 FT
HORIZONTAL CLEARANCE FROM ALL GAS
LINES.

PROP. 4" DI CL350, WL-B

STA. 8+82.42, WL-A =
STA. 0+00, WL-B, 1- 8" x 4" TEE
8" FL=939.49, 4"FL=939.66

STA. 0+01.10, WL-B
4" GATE VALVE, ID#804874

STA. 0+03.35, WL-B
4" CROSS

STA. 0+05.66, WL-B
4" GATE VALVE, ID#804876

STA. 0+16.71, WL-B
45° BEND

STA. 0+35.89, WL-B
45° BEND
4" DI TO PVC ADAPTER
TIE TO EX. 4" PVC

PROP. 33.73 LF 8" DI PIPE CL 350
@ 0.00%

STA. 9+08.00, WL-A
2°34'48" VERT DEFL DN, FL=939.49

PROP. 25.17 LF 8" DI PIPE
CL 350 @ -4.51%

STA. 9+35.00, WL-A
2°34'48" VERT DEFL UP, FL=938.27

4" WL-B, FL=940.80

STA. 9+41.87 WL-B
2°40'12" VERT DEFL UP, FL=938.27

PROP. 49.63 LF 8" DI PIPE
CL 350 @ 4.67%

8" WL-A, FL=938.27

PROP. 3.72 LF 8" DI PIPE
CL 350 @ 0.00%

15
20

20

21

22

23

24

21

22

23

24

25

30

31

26

27

33

28

26

27

28

32

29

29

30

31

32

33

34

34

35

36
37

38

36

STA. 8+81.22, WL-A
PROP. 8" GATE VALVE, ID#808502

PROP. 6.08 LF 4" DI PIPE
CL 350 @ 0.00%

PROP. 5.26 LF 4" DI PIPE
CL 350 @ 19.79%

PROP. 21.13 LF 4" DI PIPE
CL 350 @ 0.00%

PROP. 4" GATE VALVE,
ID#808504
SEE PRV DETAIL SHT CU-501

PROP. 4" GATE VALVE,
ID#808506
SEE PRV DETAIL SHT CU-501

STA. 8+69.92, WL-A
8" x 4" TEE

37

38

CONTRACTOR SHALL
FIELD VERIFY
HORIZONTAL & VERTICAL
LOCATIONS OF EX. PIPES

1.
8'

15

GLENLAKE DR
35

39

40

39

40

41

41
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EX. 4" PVC WAT LINE

(79-0171)

EX. 4" PVC WATER

LINE (95-0679)
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LIC. #  93976
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 93976

THU CAO

04/02/2018

PLAN LEGEND
SEE SHEET G-003

WATER PLAN & PROFILE NOTES:

1. UTILITIES SHOWN REFLECT THE BEST
INFORMATION AVAILABLE AT THE TIME THE
PROJECT WAS DESIGNED.  THE CONTRACTOR
SHALL VERIFY THE LOCATION OF ALL UTILITIES
THAT ARE TO BE EXTENDED, TIE-TO,
CROSSED, OR ALTERED, OR SUBJECT TO
DAMAGED/INCONVENIENCE BY THE
CONSTRUCTION OPERATIONS.

2. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD LOCATE AND
RECONNECT ALL WATER AND WASTEWATER
SERVICES DISRUPTED BY CONSTRUCTION OF
THIS PROJECT WITH NEW PIPE FROM THE MAIN
TO THE METER OR HOUSE CONNECTION.
FIELD LOCATIONS, BOTH HORIZONTAL AND
VERTICAL, SHALL BE PERFORMED AT LEAST
300 FEET IN ADVANCE OF THE PROPOSED
CONSTRUCTION.

3. ALL FIRE HYDRANTS AND VALVES THAT
ARE TO BE ABANDONED SHALL BE REMOVED,
SALVAGED AND RETURNED TO AUSTIN WATER
UTILITY. NOTICE MUST BE GIVEN 48 HOURS
PRIOR TO RETURN TO: PIPELINE OPERATIONS
DISTRIBUTION SYSTEM MAINT. - VALVES AND
HYDRANTS SERVICES, SUPERVISING AWU
PIPELINE TECHNICIAN AT 512-972-1133.

4. CONTRACTOR SHALL FOLLOW ALL CITY
OF AUSTIN GUIDELINES AND REQUIREMENTS
CONCERNING THE USE, HANDLING, AND
DISPOSAL OF ASBESTOS CONTAINING
MATERIALS, INCLUDING PIPE.  ANY
CONNECTION MADE TO AN A.C. WATER LINE
FOR RELOCATION PURPOSES SHALL BEGIN
AND END AT AN EXISTING JOINT.

5. UNLESS NOTED OTHERWISE, ALL WATER
LINE P.I.'S SHALL BE ACHIEVED USING PIPE
MANUFACTURER'S ALLOWABLE JOINT
DEFLECTION.

6. ALL THE WORK WILL COMPLY WITH THE
CITY OF AUSTIN STANDARD SPECIFICATION
AND DETAILS.

7. ALL WATER LINES WILL BE INSTALLED
WITH AT LEAST 48" OF COVER BELOW
FINISHED GRADE.

8. KEEP MIN. 2 FT VERTICAL & 2 FT
HORIZONTAL CLEARANCE FROM ALL GAS
LINES.

EX. 8" AC WAT LINE

(79-0171)

PROP. VALVE BOX
SEE SPL 145A

INSTALL:
2- 34" BALL VALVES

PROP. 12" DI

WL-A

EX
. 4

" P
VC

 W
AT

 L
IN

E

(7
9-

01
71

)

PR
O

P. 12" D
I

W
L-A

PRO
P. 8" DI

W
L-A

PR
O

P.
 4

" D
I

W
L-

B

CAUTION !!!
STA. 8+42, WL-A

GAS LINE CROSSING

CAUTION !!!
STA. 9+77.43, WL-A
GAS LINE CROSSING

C
AU

TIO
N

 !!!

ELEC
TR

IC
 LIN

E

PROP. 34" COPPER
TUBING W/ 4" CONDUIT

CAUTION !!!
UNDERGROUND

CONDUIT

20.9'

50.2'

1

1 INSTALL CONCRETE THRUST
BLOCKING, SEE DETAIL SHEET CU-506

4

4 REVEGETATE DISTRUBED AREA
APPROX. 319 SY (COA SPEC 609S)

2

3

2 INSTALL 4" GATE VALVE, ID#808504
SEE PRV DETAIL SHT CU-501

3 INSTALL 4" GATE VALVE, ID#808506
SEE PRV DETAIL SHT CU-501

5

5

5 RESTRAIN 33 LF OF 4" DI WATER LINE
BEGINNING AT WL-A STA. 8+69.92
SEE PRV DETAIL SHEET CU-501
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HORIZONTAL SCALE IN FEET
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DOCUMENT WAS AUTHORIZED BY

I CERTIFY THAT THESE DRAWINGS ARE
COMPLETE, ACCURATE AND ADEQUATE
FOR THEIR INTENDED PURPOSES,
INCLUDING CONSTRUCTION, BUT ARE NOT
AUTHORIZED FOR CONSTRUCTION UNTIL

FORMAL CITY APPROVAL.
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LIC. #  93976
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THU CAO

04/03/2018

PLAN LEGEND
SEE SHEET G-003

WATER PLAN & PROFILE NOTES:

1. UTILITIES SHOWN REFLECT THE BEST
INFORMATION AVAILABLE AT THE TIME THE
PROJECT WAS DESIGNED.  THE CONTRACTOR
SHALL VERIFY THE LOCATION OF ALL UTILITIES
THAT ARE TO BE EXTENDED, TIE-TO,
CROSSED, OR ALTERED, OR SUBJECT TO
DAMAGED/INCONVENIENCE BY THE
CONSTRUCTION OPERATIONS.

2. IT IS THE CONTRACTOR'S
RESPONSIBILITY TO FIELD LOCATE AND
RECONNECT ALL WATER AND WASTEWATER
SERVICES DISRUPTED BY CONSTRUCTION OF
THIS PROJECT WITH NEW PIPE FROM THE MAIN
TO THE METER OR HOUSE CONNECTION.
FIELD LOCATIONS, BOTH HORIZONTAL AND
VERTICAL, SHALL BE PERFORMED AT LEAST
300 FEET IN ADVANCE OF THE PROPOSED
CONSTRUCTION.

3. ALL FIRE HYDRANTS AND VALVES THAT
ARE TO BE ABANDONED SHALL BE REMOVED,
SALVAGED AND RETURNED TO AUSTIN WATER
UTILITY. NOTICE MUST BE GIVEN 48 HOURS
PRIOR TO RETURN TO: PIPELINE OPERATIONS
DISTRIBUTION SYSTEM MAINT. - VALVES AND
HYDRANTS SERVICES, SUPERVISING AWU
PIPELINE TECHNICIAN AT 512-972-1133.

4. CONTRACTOR SHALL FOLLOW ALL CITY
OF AUSTIN GUIDELINES AND REQUIREMENTS
CONCERNING THE USE, HANDLING, AND
DISPOSAL OF ASBESTOS CONTAINING
MATERIALS, INCLUDING PIPE.  ANY
CONNECTION MADE TO AN A.C. WATER LINE
FOR RELOCATION PURPOSES SHALL BEGIN
AND END AT AN EXISTING JOINT.

5. UNLESS NOTED OTHERWISE, ALL WATER
LINE P.I.'S SHALL BE ACHIEVED USING PIPE
MANUFACTURER'S ALLOWABLE JOINT
DEFLECTION.

6. ALL THE WORK WILL COMPLY WITH THE
CITY OF AUSTIN STANDARD SPECIFICATION
AND DETAILS.

7. ALL WATER LINES WILL BE INSTALLED
WITH AT LEAST 48" OF COVER BELOW
FINISHED GRADE.

8. KEEP MIN. 2 FT VERTICAL & 2 FT
HORIZONTAL CLEARANCE FROM ALL GAS
LINES.

PROP. 12" WL-A

E
X

. 1
8"

 C
O

N
C

 S
D

EX. SD INLET

EX. 8" PVC WW
(97-0633)

INT# 26166

EX. 12" GV #102941

CONTRACTOR SHALL
FIELD VERIFY
HORIZONTAL & VERTICAL
LOCATIONS OF EX. PIPES

EX. 12" PVC WAT LINE
(98-0752)
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1

7

1

DESCRIPTIONITEM SIZE QTY

2

MATERIAL LISTNOTES:

1.

2.

3.

4.

5.

6.

7.

6 1

MIN.
FLANGE
RATING
/ TYPE

CLA-VAL PRESSURE REDUCING VALVE  PER COA SPL WW-319

NOTE: PILOT ARRANGEMENTS SHOWN FOR ILLUSTRATION ONLY

8" ANSI
CLASS 150

FLG x FLG

2 1CLA-VAL PRESSURE REDUCING VALVE  PER COA SPL WW-319

NOTE: PILOT ARRANGEMENTS SHOWN FOR ILLUSTRATION ONLY

4" ANSI
CLASS 150

FLG x FLG

3 1STRAINER PER COA SPL WW-319A,  CLA-VAL MODEL X43H  H STYLE w/
STANDARD 10 MESH (OR APPROVED EQUAL)

ANSI
CLASS 150

FLG x FLG

8"

4 1STRAINER PER COA SPL WW-319A,  CLA-VAL MODEL X43H  H STYLE w/
STANDARD 10 MESH (OR APPROVED EQUAL)

ANSI
CLASS 150

FLG x FLG

4"

5 1AWWA
CLASS D

8"DISMANTLING JOINT, ROMAC INDUSTRIES STYLE DJ405 (OR
APPROVED EQUAL) w/ RomaGrip RESTRAINT, FUSION BONDED
EPOXY COATED w/ STAINLESS STEEL HARDWARE PER
COA SPL WW-27A

DISMANTLING JOINT, ROMAC INDUSTRIES STYLE DJ405 (OR
APPROVED EQUAL) w/ RomaGrip RESTRAINT, FUSION BONDED
EPOXY COATED w/ STAINLESS STEEL HARDWARE PER
COA SPL WW-27A

4" AWWA
CLASS D

8" FLG x FLG

9 44" FLG x FLG

11 2FLG x FLG8"x4" TEE 8"x4"

12 2FLG x FLG4"x90° BEND 4"

13 28"

HGLZONE

615

14 4FLG x FLG4"4" DI CLASS 350 PIPE - SPOOL PIECE

8" DI CLASS 350 PIPE JOINT FLG x P.E.

HGLZONE Q(MAX.) 4" PRV 8" PRV

UPSTREAM
(HIGH PRESSURE)

DOWNSTREAM
(LOW  PRESSURE)

DOWNSTREAM
(LOW  PRESSURE)

UPSTREAM
(HIGH

PRESSURE)

8.

 9.

ALL FABRICATED PIPE SECTIONS INSIDE VAULT SHALL CONFORM
TO COA SPL WW-27 AND SPL WW-27E.

ALL FITTINGS SHALL CONFORM TO COA SPL WW-27B.  ALL FITTINGS
SHALL BE RESTRAINED, MECHANICAL JOINTS OUTSIDE VAULT,
w/FLANGED OR UNI-FLANGED FITTINGS INSIDE VAULT.  ALL COUPLINGS
SHALL UTILIZE RESTRAINED JOINT SYSTEM.

TYPE 316 STAINLESS STEEL F-599 HEX BOLTS AND F-574 HEX NUTS
c/w SAE STAINLESS STEEL WASHERS USED THROUGHOUT ASSEMBLY.

FULL FACE 18" THICK RED RUBBER GASKETS USED THROUGHOUT
ASSEMBLY.

PRESSURE REDUCING VALVE SHALL BE PRESET TO:
4" PRV - P(OUT) = 31 PSI; 8" PRV - P(OUT) = 23 PSI

INSTALL TEE WITH SHUT OFF VALVE (COA SPL WW-275) FOR
PRESSURE GAUGE.  INSTALL ALL NECESSARY COMPONENTS.

CAST OR CORE PIT DRILLED WALL OPENING.

RESILIENT-SEATED GATE VALVE PER COA SPL WW-700
(w/HANDWHEEL)

RESILIENT-SEATED GATE VALVE PER COA SPL WW-700

Q(MIN.)

DOMESTIC ONLY

Q(MAX.)

DOMESTIC &
FIREFLOW

PRESSURE REDUCING VALVE STATION INFORMATION
AT GLENLAKE DRIVE

16

17

1

1

8"

4"

1010'GLENLAKE 2
REDUCED

RIVER
PLACE 5 1110' 74 PSI

18 2LADDER (HALLIDAY PRODUCT SERIES L1B LADDER & SERIES L1E
EXTENTION) WITH 7" MIN. STAND OFF (FOR FLAT WALL)

1'
- 4

"

10" 10"

FRONT VIEW SIDE VIEW

MAINTAIN MIN. 18" CLEAR SPACE ALL AROUND BETWEEN
PRV VAULT AND VALVE.

CONTRACTORS TO VERIFY VALVE DIMENSION PRIOR TO
SELECT THE PIPE SADDLE SUPPORT AND PIPE
STANCHIONS

8" ELECTROMAGNETIC FLOW METER (ABB MODEL FEW 325.200 )

4" ELECTRO MAGNETIC FLOW METER (ABB MODEL FEW 325.100)

PIPE STANCHION SADDLE SUPPORT (AVIL INTERNATIONAL, INC.)
FIG. 258 AND FIG. 62 OR APPROVED EQUAL, HOT DIP GALVANIZED
FINISH) WITH 316 STAINLESS STEEL EXPANSION ANCHORS
( See Support Details on This Sheet)

19

100 1480 3000 31 PSI 23 PSI

1FLG x FLG4"x4" CROSS 4"x4"

20 1FLG x FLG8" SPOOL WITH 3" PORT 8"x8"

21 1FLG x FLG4" SPOOL WITH 2" PORT 4"x4"

10"

3
8" THICK CARBON STEEL PLATE (HOT DIP GALVANIZED)

11
2" TYP.

4 - 58" DIA. x 6" LONG STAINLESS
STEEL WEDGE - ALL ANCHOR

N.T.S.
BASE PLATE DETAIL

10
"

SUPPORT STAND DETAILS
N.T.S.

22 LINK-SEAL MODULAR SEALS W/ STAINLESS STEEL HARDWARE
( OR APPROVED EQUAL)

4 - 58" DIA. x 6" LONG STAILESS 
STEEL WEDGE - ALL ANCHOR (TYP)

8 24" FLG x FLGRESILIENT-SEATED GATE VALVE PER COA SPL WW-700
(w/HANDWHEEL)

15

CARBON STEEL PIPE STANCHION- 
SQUARE CUT END (HOT DIP GALVANIZED FINISH) 

CARBON STEEL PIPE SADDLE SUPPORT- 
(HOT DIP GALVANIZED FINISH) 

23 22" DOUBLE STRAP SERVICE CLAMPS  PER SPL WW-264 2"

24 23/4" AIR RELEASE VALVE PER COA SPL WW-462A 3/4"

25 43/4" BALL VALVE PER COA SPL- 275 3/4"

10 28" FLG x FLGRESILIENT-SEATED GATE VALVE PER COA SPL WW-700
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4"

CITY OF AUSTIN
DEPARTMENT OF PUBLIC WORKS

ADOPTED

STANDARD NO.

REINFORCED CURB AND GUTTER SECTION

430S-2
1 OF 1

GRADE CONTROL

R1
150 mm

(6")
450 mm
(1'-6")

R2
R3

425 mm
(1'-5")

175 mm
(7")

GRADE CONTROL

R1
150 mm

(6")
450 mm
(1'-6")

425 mm
(1'-5")

175 mm
(7")

R2
R3

GRADE CONTROL
125 mm

(5")
125 mm

(5")

R1

25 mm
(1")

200 mm
(8")

400 mm
(1'-4")

R1 =  6 mm (14'')
 R2 = 65 mm (21

2'')
 R3 = 90 mm (31

2'')

R1 =  6 mm (14'')
 R2 = 65 mm (21

2'')
 R3 = 90 mm (31

2'')

3 No. 4 BARS AT
MID-DEPTH OF GUTTER

3 No. 4 BARS AT
MID-DEPTH OF GUTTER

LAYDOWN CURB

CATCH

SPILL

8"8"

4" 8"8"

4" 8"8"
3 No. 4 BARS AT

MID-DEPTH OF GUTTER

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

VARIES

CITY OF AUSTIN
DEPARTMENT OF PUBLIC WORKS

ADOPTED

STANDARD NO.

SIDEWALK

432S-1 
1  OF 3

PROPERTY LINEPROPERTY LINE

CURB & GUTTER

PL
PLAN

SECTION

EXPANSION
JOINT

600 mm
(2')

EXPANSION
JOINT

SIDEWALK

SMOOTH DOWEL
4 TYP.
SEE DETAIL
SHEET 2 OF 2

CONTROL
JOINT

1.5 m (5')

12 m (40') MAX.

VARIES
1.2 m (4')

MIN. RESIDENTIAL
1.8 m (6')

MIN. COMMERCIAL

600 mm (2')

SLOPE 20 mm/m

(
1

4''/ FT.) MAX.

100 mm
(4'') MIN.

50 mm (2'') SAND CUSHION
CLASS A CONCRETE

POLYPROPYLENE FIBRILLATED FIBERS, OR 150 mm X
150 mm X MW9 X MW9 (6'' X 6'' X W1.4 X W1.4) WELDED
WIRE FABRIC OR ONE LAYER 10M (#3) BARS PLACED
NOT MORE THAN 450 mm (18'') C.C. BOTH DIRECTIONS.

REINFORCEMENT SHALL ACCURATELY PLACED AT
SLAB MID-DEPTH AND HELD FIRMLY IN PLACE BY
MEANS OF BAR SUPPORTS OF ADEQUATE STRENGTH
AND NUMBER THAT WILL PREVENT DISPLACEMENT
AND KEEP THE STEEL AT ITS PROPER POSITION
DURING THE PLACEMENT OF THE P.C. CONCRETE.  IN
NO INSTANCE SHALL THE STEEL BE PLACED DIRECTLY
ON THE SUBGRADE OR SAND CUSHION LAYER.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

600 mm (24")
13 mm (12") DIA. SMOOTH DOWEL

400 mm (16")
DOWEL COATING

CITY OF AUSTIN
DEPARTMENT OF PUBLIC WORKS

ADOPTED

STANDARD NO.

SIDEWALK

432S-1 
2  OF 3

CLOSED END

DOWEL SLEEVE TO FIT
DOWEL AND BE SECURED
TO DOWEL ROD SUPPORT

13 mm (
1

2")
PREMOLDED
EXPANSION

JOINT
MATERIAL

DOWEL DETAIL

DOWEL ROD
SUPPORT

2 TYP.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

50 mm (2")
MIN.

25 mm (1")
CLEARANCE

1.5 m (5'-0") MIN.

CITY OF AUSTIN
DEPARTMENT OF PUBLIC WORKS

ADOPTED

STANDARD NO.

SIDEWALK

432S-1 
3  OF 3

EXPANSION
JOINT

EXPANSION
JOINT

PIPE SLEEVE, SCH 40 PVC,
MIN. 100 mm (4"), MAX. 250 mm (10")
EXTEND A MINIMUM OF
150 mm (6") FROM
EACH EDGE OF SIDEWALK

UTILITY SERVICE LINE

PROPERTY LINE

SIDEWALK

CURB & GUTTER

UTILITY MAIN

SIDEWALK OVER UTILITY SERVICE LINE PLAN

EXPANSION JOINT
(TYP. BOTH SIDES)

100 mm (4'') MIN.
CONCRETE SIDEWALK

UTILITY SERVICE LINE
PIPE SLEEVE

SECTION OF SIDEWALK OVER
UTILITY SERVICE LINESNOTES:

1. THIS STANDARD APPLIES TO THE INSTALLATION OF NEW UTILITIES OR UTILITIES BEING
REPLACED BY A NEW LINE.

2. NO JOINTS IN UTILITY SERVICE PIPE TO BE LOCATED INSIDE PVC PIPE SLEEVE.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

50 mm (2")
SAND CUSHION

ENGINEERING SERVICES
D I V I S I O N
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ENGINEERING SERVICES
D I V I S I O N

CITY OF AUSTIN
AUSTIN WATER

ADOPTED

STANDARD NO.

TYPICAL GATE VALVE 4" - 16"

511-AW-01
1 OF 4

NOTES:
1. WELD SOCKET 21

2'' x 2'' DEEP TO 1'' SCH. 40 CARBON STEEL ROUND STEM EXTENSION, FITTED ON
OPERATING NUT, [SCH. 80 FOR LENGTHS OVER 10'.]

2. VALVE CASTING SHALL BE 6" DI PIPE WITH BELL OR COLLAR CENTERED OVER VALVE BOOT.
3. NUT AT TOP OF VALVE EXTENSION ROD SHALL BE SQUARE 2'' LONG WELDED TO TOP OF ROD.
4. VALVE STEM EXTENSIONS ARE REQUIRED ON ALL VALVES THAT EXCEED 3' DEEP FROM FINISHED

GRADE.  VALVE EXTENSIONS SHALL BE PLACED SUCH THAT THE EXTENSION NUT IS BETWEEN 12"
AND 18" FROM FINISHED GRADE.

HORIZONTAL VALVE

UNDISTURBED SOIL
OR COMPACTED

NATURAL GROUND

CONCRETE CRADLE.
MIN. 2000 P.S.I., CLASS B
PER STD. SPEC. 403S
OR BETTER.*

VALVE STEM
EXTENSION

C5 VALVE BOOT

VALVE CASTING

C6 PAVING FRAME

ONLY TO BE USED WHEN
CALLED OUT ON THE DRAWINGS.

MIN. 14 - MAX. 12
OF PIPE O.D.

VERTICAL VALVE

 C7 LID PAVED

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

* 16"x16"x4" MIN. CONCRETE
BLOCK MAY BE USED FOR
VALVES SMALLER THAN 12".
VALVE TO SIT ON TOP OF
BLOCK

            3" - 5"
CLEARANCE

            3" - 5"
CLEARANCE

RECLAIMED WATER: ALL RECLAIMED PVC PIPE SHALL BE MANUFACTURED PURPLE PIPE. HDPE PIPE
SHALL BE MANUFACTURED WITH PURPLE STRIPES.  ALL OTHER PIPE AND APPURTENANCES SHALL BE
MANUFACTURED PURPLE IF AVAILABLE.  ALL PIPE AND FITTINGS THAT ARE NOT AVAILABLE FROM THE
MANUFACTURER IN PURPLE SHALL BE PAINTED PURPLE PER SPL WW-3C. ALL BURIED DI AND CI PIPE
AND FITTINGS SHALL ALSO BE WRAPPED IN PURPLE POLYETHYLENE PER SPL WW-27D.  ALL COVERS
SHALL HAVE "RECLAIMED WATER" CAST INTO THEM.

CITY OF AUSTIN
AUSTIN WATER

ADOPTED

STANDARD NO.

TYPICAL GATE VALVE 4" - 16"

511-AW-01
2 OF 4

NOTES:

1. MATERIAL SHALL BE GRAY CAST IRON, ASTM A48, GRADE 30B.
2. THE MANUFACTURER'S IDENTIFICATION AND CASTING NUMBER,

AND THE COUNTRY WHERE CAST, SHALL BE DISTINCTLY CAST
ONTO EACH LID, FRAME, COLLAR AND BASE.

3. DRAFT AND SHRINKAGE ALLOWANCE SHALL BE IN ACCORDANCE
WITH NORMAL FOUNDRY PRACTICE.

4. CASTING FINISH BY MANUFACTURER SHALL INCLUDE REMOVAL OF
FINS AND FLASHING, AND PAINT WITH BLACK ASPHALT COATING.

W W
A

TOP VIEW

C7 LID*
(IN PAVEMENT)

1"
1 14"

Ø 6"

Ø 8 12"

7
8"

Ø 7 18"
Ø 7 3 4"

C5 VALVE BOOT

WEIGHTS:

C7 LID: 13 LBS
RECLAIMED LID: 15 LBS
C6 FRAME: 23 LBS
RECLAIMED FRAME: 33 LBS
C5 BASE: 78 LBS

1
2"

5 12"

1
2"

1
2"

3
16"

20"
3 12"

SEE
NOTE 4

Ø 6"

C6 PAVING FRAME
(PAVEMENT ONLY) RECLAIMED FRAME

Ø 8"

Ø 9 12"

Ø 8 12"

1
2"

1
2"

1
2"

Ø 7 7 8"
Ø 7 14"

11"

Ø 11 12"

3
8"

Ø 6"
Ø 7 3 8"

Ø 8"

1
2"

1"

RECLAIMED LID

TOP VIEW

Ø 7 18"

Ø 8 12"

Ø 7 12"

2 12"

3
4"

2" 1"

1" R (TYP.)

* LETTERING SHALL BE 1 12"
2 PICK BAR SLOTS REQUIRED

10"

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

Ø 7 3 8"

6 14" SQ

7 3 8" SQ
8 3 8" SQ
9 7 8" SQ

3
8"

TOP VIEW

3
8"

3
8"

Ø 11 14"

TOP VIEW

VALVE
WATER

USA

RECLAIMED

TOP VIEW

A - A

B - B

6 14"
2 12"

7 14" SQ
1

2"

2"

1"
1

2"
1 18"

CITY OF AUSTIN
AUSTIN WATER

ADOPTED

STANDARD NO.

TYPICAL GATE VALVE 4" - 16"

511-AW-01
3 OF 4

PLAN VIEW

#5 BARS @
MID-DEPTH OF
CONCRETE - 4

SIDES (TYP.)

VALVE BOX
9" TYP.

18" TYP.

3" CLEAR

CONCRETE PAD

OPTIONAL PAVED
AREAS BACKFILL

SEE NOTE 4

12" VALVE RISER COLLAR
SEE NOTE 2

EXIST. HMAC
OR  GROUND

SAW CUT PAVED
SURFACES ALL

AROUND

#5 BARS @
MID-DEPTH

3'x3' MIN. CONC. PAVEMENT PATCH
ITEM 403S CLASS "A" CONCRETE

C-6 PAVING FRAME
C-7 LID

PROPOSED
HMAC DEPTH

SEE NOTE 10

SEE NOTE 8

SECTION A - A

FULL DEPTH CONCRETE
& UNPAVED AREAS

CONCRETE & H.M.A.C.

℄

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

SUB-GRADE/
TRENCH BACKFILL

SEE NOTE 1

1
2" - 2"

1
2" - 18"

BOTTOM OF SUB-GRADE

NOTES:

1. SUB-GRADE/TRENCH BACKFILL SHALL BE COMPACTED AS
PER ITEM 201S, SUB-GRADE PREPARATION.

2. TO ADJUST VALVE CASTINGS TO FINAL GRADE, REMOVE
RISER PIPE BELOW SUB-GRADE AND INSTALL
APPROPRIATE LENGTH OF NEW RISER PIPE TO ACHIEVE
FINAL GRADE.  CONNECT THE TWO PIECES OF RISER PIPE
WITH A 6" COLLAR MIN. 12" LENGTH APPROXIMATELY
CENTERED ON THE JOINT WITH THE TOP OF SLEEVE
LOCATED 12" - 18" BELOW SUB-GRADE.  THE INSIDE "LIP" OF
COLLAR TO BE PAINTED WITH FLUORESCENT WHITE PAINT
OR COVERED WITH FLUORESCENT WHITE TAPE.
ALTERNATE: FOR OPTIONAL SINGLE PIECE RISER
INSTALLATION SEE SHEET 4 OF 4.

3. CLEAN VALVE BOX OF ALL DEBRIS DOWN TO THE NUT OF
THE VALVE; NUT SHALL OPERATE WITH NO OBSTRUCTION.

4. WHERE CASTINGS TO BE REMOVED REQUIRE EXCAVATION
GREATER THAN 20" DEEP, CONTRACTOR MAY ELECT TO
FILL EXCAVATION WITH CONTROLLED LOW STRENGTH
MATERIAL (SPEC. ITEM 402S) TO THE UNDERSIDE OF THE
CONCRETE.  PAVEMENT PATCH IN LIEU OF COMPACTED
BACKFILL.

5. REINFORCING STEEL SHALL MEET SPEC. ITEM 406S.7.
6. NO MORE THAN 2 SECTIONS OF PIPE SHALL BE USED

FROM VALVE TO FINAL GRADE.
7. BELL AND SPIGOT IS ACCEPTABLE FOR DEPTH OVER 18'.

12" VALVE RISER COLLAR

COLLAR *TOP VIEW

Ø 6"

Ø 6"

Ø 8 18"

1
2"

1
2"

1
2"

Ø 7 18"

* 12"  COLLAR: 39 LBS

NOTES (CON'T):

8. PAVING FRAME SHALL BE FLUSH WITH THE CONC. PAD AND PLACED 1
2" - 2" ABOVE RISER PIPE

(FRAME SHALL NOT REST ON RISER.)
9. IN UNPAVED AREAS, INSTALL ONE DELINEATOR STAKE IMMEDIATELY ADJACENT TO THE EDGE OF

THE CONCRETE PAD.  DELINEATOR SHALL BE BLUE FOR POTABLE WATER AND PURPLE FOR
RECLAIMED WATER AND SHALL EXTEND AT LEAST 60" ABOVE GROUND.  DELINEATORS SHALL
HAVE 2" WIDE, WHITE IN COLOR, TYPE I REFLECTIVE TAPE MOUNTED DIAGONALLY AT 12"
SPACING ON BOTH SIDES.

10. VALVE SHALL TYPICALLY BE CENTERED IN CONCRETE DIAMOND BUT MAY BE OFFSET WITH A MIN.
OF 12" FROM CENTER OF VALVE LID TO EDGE OF CONCRETE IN ALL DIRECTIONS.

11. MIN. TOTAL DEPTH OF ASPHALT PLUS CONC. IS 9" AND MIN. DEPTH OF CONC. PAD  SHALL BE 5"

CITY OF AUSTIN
AUSTIN WATER

ADOPTED

STANDARD NO.

TYPICAL GATE VALVE 4" - 16"

511-AW-01
4 OF 4

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

OPTIONAL ONE PIECE VALVE CASTING INSTALLATION

TEMP. GRADE

PLUG/COVER TO
PROHIBIT DEBRIS
FROM ENTERING

8" DR 18 PVC
PIPE

C5 VALVE
BOOT

FINAL GRADE

C5 VALVE
BOOT

STEP 1 TEMP. GRADE

C5 VALVE BOOT

STEP 2A - RAISE TO FINAL GRADE

TEMP. GRADE

CONC. PAD

FRAME & LID

REMOVE PVC PLUG/COVER
& INSERT NEW ONE PIECE

RISER INSIDE PVC PIPE
AND SEAT IN VALVE BOOT

STEP 2B - LOWER TO FINAL GRADE

FRAME & LID

CONC. PAD

FINAL GRADE

CUT & REMOVE PVC PIPE
TO BELOW CONC. PAD

CUT & REMOVE PVC PIPE
AND PLUG/COVER AND
INSERT NEW ONE PIECE
RISER INSIDE PVC PIPE
AND SEAT IN VALVE BOOT

8" DR 18 PVC PIPE
TO REMAIN IN

PLACE

8" DR 18 PVC PIPE
TO REMAIN IN

PLACE

B

B

SECTION B-B

15M (#5) BARS
@ MID-DEPTH

SAW CUT
ALL AROUND

EXISTING

H.M.A.C.

EXISTING
H.M.A.C.

CONCRETE PAVEMENT PATCH
ITEM 403S CLASS "A" CONCRETE

C-6 PAVING RING (STD. 511S-14)
C-7 LID (STD. 511S-12)

225 mm
(9'') TYP

450 mm
(1'-6'') TYP.

SEE NOTE 1
SUBGRADE

CONCRETE
PAD

BACKFILL SEE
NOTES 1 AND 5

225mm
(9")

511S-13A
STANDARD NO.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

WATER VALVE BOX ADJUSTMENT TO GRADE
W/FULL DEPTH CONCRETE

CITY OF AUSTIN
AUSTIN WATER UTILITY

PLAN VIEW

15M (#5) BARS @ MID-DEPTH
OF CONCRETE-4 SIDES (TYP.)

VALVE BOX

DEPTH
VARIES EXIST

BASE

450mm
(1'-6") TYP.

EXIST.
BASE

450mm
(18")

75mm
(3") CLEAR

CUT EXISTING RISER PIPE AND
REPLACE WITH A NEW LENGTH

OF PIPE AS REQUIRED TO
RAISE COVER TO FINAL GRADE.

C-5A COLLAR CASTING.
SEE STD. DETAIL 511S-16

NOTES:
1. SUB-GRADE SHALL BE COMPACTED AS

PER ITEM 201S, SUB-GRADE PREPARATION.
2. VALVE CASTINGS SHALL BE ADJUSTED TO

GRADE AFTER FINAL LIFT OF OVERLAY IS IN PLACE.
3. CLEAN VALVE BOX OF ALL DEBRIS DOWN TO

THE NUT OF THE VALVE; NUT SHALL OPERATE
WITH NO OBSTRUCTION.

4. REMOVE EXISTING RISER PIPE DOWN 450mm
(18") AND REPLACE TO THE NEW ELEVATION USING 
NEW PIPE AND A C-5A CASTING.

5. WHERE CAST IRON CASTINGS TO BE REMOVED
REQUIRE EXCAVATION GREATER THAN 500mm (20") 
DEEP, CONTRACTOR MAY ELECT TO FILL EXCAVATION
WITH CONTROLLED LOW STRENGTH MATERIAL (SPEC.
ITEM 402S) TO THE UNDERSIDE OF THE CONCRETE 
PAVEMENT PATCH IN LIEU OF COMPACTED BACKFILL.

6. REINFORCING STEEL SHALL MEET SPEC. ITEM
 406S.
7. NO MORE THAN 2 SECTIONS OF PIPE SHALL BE USED

FROM VALVE TO FINAL GRADE.
8. BELL AND SPIGOT IS ACCEPTABLE FOR DEPTH OVER

5.5m (18')
9. PAVING RING SHALL SIT FLUSH ON RISER.

SEE NOTE 9

RECORD COPY SIGNED BY
KATHI L FLOWERS 08/31/2011

PADS ARE TO BE INSTALLED AROUND VALVE

AREAS.
TRENCH BACKFILL SHALL BE COMPACTED AS PER 
ITEM 510.

AFTER FINAL GRADING OF TRENCH BACKFILL IS 
VALVE CASTINGS SHALL BE ADJUSTED TO GRADE 

COMPLETED.
CLEAN VALVE BOX OF ALL DEBRIS DOWN TO 

REINFORCING STEEL SHALL MEET ITEM 406S, 
REINFORCING STEEL.

4.

3.

2.

1.
NOTES:

BOX LIDS ON ALL WATER VALVES IN UNPAVED 

THE VALVE OPERATOR.
5.

6. IN UNDEVELOPED AREAS THAT WILL NOT BE
REGULARLY MOWED AND MAINTAINED, INSTALL
ONE DELINEATOR STAKE IMMEDIATELY ADJACENT
TO THE EDGE OF THE PAD.  DELINEATOR SHALL BE
BLUE FOR WATER (FLEX STAKE HD600 OR
APPROVED EQUAL) AND PURPLE FOR RECLAIMED
WATER (CHRISTY'S PART NO. IDSF66.PRW WITH
VANDAL RESISTANT ANCHOR KIT PART NO.
IDSF.ANCHOR INSTALLED OR APPROVED EQUAL)
AND SHALL EXTEND AT LEAST 60" ABOVE GROUND.
DELINEATORS SHALL HAVE 2" WIDE, WHITE, TYPE I
REFLECTIVE TAPE (COLE FARMS OR APPROVED
EQUAL) MOUNTED DIAGONALLY AT 12" SPACING
ON BOTH SIDES.
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